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imagineimagine

The beauty of the moment. Create precious moments that live up to your dreams in every 
detail. Enjoy the day. Sunday, the pool, out in the sun with your family, talking, enjoying, living 
together. The good life. Your terrace, evening: A few close friends, wine, the stars, refi ned 
fl avours. Friday night: Put the car away, leave the week behind, serve up the cocktails. Life 
unfolds around you. Commune with the earth. A day of gardening, just for you, your hands 
in the soil…your spirit blooming. On your mark: make the chrome gleam. Polish, shine, 
get ready…go. The harmony of your spaces: reshape your world with timeless materials 
of true elegance and beauty.

The harmony of space. The beauty of the moment.

Imagine the Possibilities
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FIELD
Paleo Plus Pavers
Sizes A, B, C, D
Linear Pattern
27.78 m2 (299.01 ft2)

MAIN BAND
Paleo Plus Pavers
5.37 m2 (57.79 ft2)
 
ACCENT BAND
Paleo Plus Pavers
4.49 m2 (48.38 ft2)

PRODUCT SUMMARY | LINK | Paleo Plus and Canvas Pavers

ACCESSORIES
SAND Permapro Polymeric Sand
EDGES Permapro Paving Edge
 or Permacon Celtik Curb

AREA  37.70 m2 (405.85 ft2)  |  PERIMETER  29.08 m (95’-4 13/16”) 

SUGGESTED COLOUR COMBINATIONS

ADDITIONAL COLOUR COMBINATIONS AVAILABLE. REFER TO ANNUAL BROCHURE FOR SELECTION.

FIELD: PALEO PLUS PAVERS     BAND: CANVAS PAVERS

FIELD: RANGE SILEX GREY
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           BROWN BAND: RANGE SILVERY 

           GREY

Link

3.5
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0.2
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”)

4.80 m(15’-9”)
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10”

)
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)
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4.1
4 m

(13
’-7”
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0.4
6 m

(1’-
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0.46 m(1’-6”)

4.80 m(15’-9”)
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MODULE A
AREA  8.43 m2 (90.75 ft2)
PERIMETER  13.75 m (45’-1 1/2”)

FIELD
Mega-Bergerac Plus Pavers
Sizes A, B, C, D
Modular Pattern 4.15 m2 (44.64 ft2)

BAND
Mega-Bergerac Plus Pavers
Large Square
80 mm x 360 mm x 360 mm
(3-1/8” x 14-1/4” x 14-1/4”)
4.28 m2 (46.00 ft2)

PRODUCT SUMMARY | EXPANSE | Mega-Bergerac Plus Pavers and Canvas Pavers
INSTALLATION INSTRUCTIONS FOR COMBINING PAVERS OF DIFFERENT DEPTHS:

1.  Prepare base.
2.  Locate and mark the location of the inlay.
3.  Install the fi eld and banding.
4.  Use a chalkline to determine cutting edge of fi eld to allow for inlay. Perform cuts where required.
5.  Supplement base raising it to allow for a fl ush surface between inlay and fi eld.

ACCESSORIES
SAND Permapro Polymeric Sand
EDGES Permapro Paving Edge 
 or Permacon Celtik Curb

AREA  22.84 m2 (245.87 ft2)  |  PERIMETER  28.96 m (95’-0”) 

MODULE B
AREA  14.41 m2 (155.10 ft2)
PERIMETER  15.20 m (49’-11”)

FIELD
Mega-Bergerac Plus Pavers
Sizes A, B, C, D
Modular Pattern 6.87 m2 (73.96 ft2)

BAND
Mega-Bergerac Plus Pavers
Large Square
80 mm x 360 mm x 360 mm
(3-1/8” x 14-1/4” x 14-1/4”)
5.44 m2 (58.56 ft2) 

INLAY
AREA  2.10 m2 (22.56 ft2)
PERIMETER  5.79 m (19’-0”)

FIELD
Canvas Pavers
Linear Pattern
2.10 m2 (22.60 ft2)

FIELD: MEGA-BERGERAC PLUS PAVERS
BAND: MEGA-BERGERAC PLUS PAVERS
INLAY: CANVAS PAVERS

ADDITIONAL COLOUR COMBINATIONS AVAILABLE. REFER TO ANNUAL BROCHURE FOR SELECTION.

INLAY:  
RANGE COGNAC 
BROWN
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FIELD: RANGE ARDENNES GREY FIELD: RANGE BRITTANY BEIGEFIELD: RANGE GASCONY BEIGE
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INLAY:  
RANGE SILVERY 
GREY

INLAY: RANGE 
AUVERGNE
CHARCOAL

SUGGESTED COLOUR COMBINATIONS
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Expanse

3.9
8 m

(13
’-1

3/1
6”

)

3.62 m
(11’-10 1/2”)

2.54 m
(8’-3 13/16”)

1.45 m
(4’-9”)

1.09 m
(3’-6 3/4”)

0.72 m
(2’-4 1/2”)

1.09 m
(3’-6 3/4”)

1.45 m(4’- 9”)
1.4

5 m

(4’-
 9”

)

MODULE B

MODULE A
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FIELD
Sizes A, B, C, D (Random Cube)
Modular Pattern
21.87 m2 (235.34 ft2)

BAND
Sizes A, B, C (Random Cube)
Linear Pattern
5.76 m2 (62.00 ft2)
 
CORNERS
Large Square
70 mm x 300 mm x 300 mm 
(2-3/4” x 11-13/16” x 11-13/16”)
4 pieces

PRODUCT SUMMARY | CUBIST | Trafalgar Pavers

ACCESSORIES
SAND Permapro Polymeric Sand
EDGES Permapro Paving Edge 
 or Permacon Celtik Curb

AREA  27.62 m2 (297.33 ft2)  |  PERIMETER  24.08 m (79’-0”) 

SUGGESTED COLOUR COMBINATIONS

FIELD: TRAFALGAR PAVERS
BAND: TRAFALGAR PAVERS

ADDITIONAL COLOUR COMBINATIONS AVAILABLE. REFER TO ANNUAL BROCHURE FOR SELECTION.

FIELD: RANGE BOURBON BEIGE
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FIELD: NORVICK GREY

Cubist

3.05 m
(10’-0”)

0.91 m
(3’-0”)

2.03 m
(6’-8”)

1.58 m
(5’-2”)

0.91 m
(3’-0”)

1.52 m
(5’-0”)

1.12 m
(3’-8”)

2.84 m
(9’-4”)

0.91 m
(3’-0”)

0.61 m
(2’-0”)
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FIELD: BERGERAC PLUS PAVERS

BAND: LINEART PAVERS

WALL: MONACO WALL

FIELD: RANGE BRITTANY BEIGE
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FIELD: RANGE GASCONY BEIGE
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WALL: RANGE ABERDEEN
          GREY

WALL: RANGE SHEFFIELD 
          BEIGE & BLACK

Courtyard

PRODUCT SUMMARY | COURTYARD | Bergerac Plus Pavers, Lineart Pavers and Monaco Wall AREA  20.30 m2 (218.59 ft2)  |  PERIMETER  24.25 m (79’ - 6”) 

ADDITIONAL COLOUR COMBINATIONS AVAILABLE. REFER TO ANNUAL BROCHURE FOR SELECTION.

FIELD
Bergerac Plus Pavers 
Sizes A, B, C, D
Linear Pattern
14.69 m2 (158.10 ft2)

BAND
Lineart Pavers
(Smooth Side)
60 mm x 150 mm x 225 mm 
(2-3/8” x 5-7/8” x 8-7/8”)
5.62 m2 (60.49 ft2)
 
SEAT WALL
Monaco Wall
0.45 m (1’ -6”) height 
5.08 m (16’ -8”) length
3.10 m2 (33.34 ft2)

ACCESSORIES
SAND Permapro Polymeric Sand
EDGES Permapro Paving Edge 
 or Permacon Celtik Curb

SUGGESTED COLOUR COMBINATIONS

1.71 m
(5’-7 1/2”)

0.72 m
(2’-4 1/2”)

1.22 m
(4’-0”)

3.28 m
(10’-9”)

0.88 m
(2’-10 1/2”)

0.72 m
(2’-4 1/2”)

0.28 m
(0’-11”)

0.56 m
(1’-10”)

0.61 m
(2’-0”)

1.2
2 m

(4’
-0

”)
0.6

0 m
(1’

-1
1”

)
1.4

3 m
(4’

-8
”)

1.2
9 m

(4’
-2

”)

0.6
1 m

(2’
-0

”)

0.5
1 m

(1’
- 8

”)

3.7
0 m

(12
’-1

 1/
2”

)

0.51 m
(1’- 8”)

1.26 m
(4’-1 1/2”)

SEATWALL



COMBINAISONS DE COULEURS SUGGÉRÉES

9Curvilinear

WALL:  
RANGE OXFORD GREY
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FIELD: RANGE ARDENNES GREYFIELD: RANGE BRITTANY BEIGE
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WALL:
RANGE ST-MALO BEIGE

WALL:  
RANGE SHEFFIELD 
BEIGE & BLACK

ADDITIONAL COLOUR COMBINATIONS AVAILABLE. REFER TO ANNUAL BROCHURE FOR SELECTION.

FIELD
Bergerac Plus Pavers
Sizes A, B, C, D
Linear Pattern
3.24 m2 (34.86 ft2)

FULL CIRCLE
Bergerac Plus Circle Pavers
2.39 m (7’-10”) diameter
 
QUARTER ROUNDS
Bergerac Plus Circle Pavers
2.39 m (7’-10”) diameter

ACCENT BAND
Lineart Pavers
2.05 m2 (25.0 ft2)

WALL
Celtik wall
Height: 0.60 m (2’-0”)
Length: 8.73 m (28’-7”)
5.23 m2 (56.3 ft2)

PRODUCT SUMMARY | CURVILINEAR | Bergerac Plus Pavers, Bergerac Plus Circle and Lineart Pavers

ACCESSORIES
SAND Permapro Polymeric Sand
EDGES Permapro Paving Edge 
 or Permacon Celtik Curb

AREA  11.98 m2 (129.0 ft2)  |  PERIMETER  14.57 m (47’-9 13/16”) 1.83 m
(6’-0”)

0.3
0 m

(1’
-0

”)

R = 1.83 m

( R - 6’-0”)

2.3
9 m

 Ø

 (7’
-10

” Ø
)

2.39 m
(7’-10”)

0.63 m
(2’-1”)

1.1
9 m

(3’
-1

1”
)

5.0
7 m

(16
’-7

 11
/16

”)

0.2
25

 m
(0’

-9
”)

FIELD: BERGERAC PLUS PAVERS BAND: LINEART PAVERS          WALL: CELTIK WALL



10Balance

ADDITIONAL COLOUR COMBINATIONS AVAILABLE. REFER TO ANNUAL BROCHURE FOR SELECTION.

FIELD.00
Trafalgar Pavers
Sizes A, B, C, D
Linear Pattern
23.8 m2 (256.4 ft2)

ACCENT BAND
Trafalgar Large Square Pavers
7.05 m2 (75.9 ft2)

PRODUCT SUMMARY | BALANCE | Trafalgar Pavers

ACCESSORIES
SAND Permapro Polymeric Sand
EDGES Permapro Paving Edge 
 or Permacon Celtik Curb

AREA  30.85 m2 (332.10 ft2)  |  PERIMETER  24.00 m (78,74’) 

FIELD: TRAFALGAR PAVERS     BAND: TRAFALGAR PAVERS     WALL: CELTIK WALL

FIELD: RANGE CHATHAM BEIGE
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FIELD: BOURBON BEIGE

W
AL

L:
 R

AN
G

E 
AB

ER
D

EE
N

 G
R

EY

BAND:  
RANGE BOURBON BEIGE

BAND:  
RANGE NORVICK GREY

SUGGESTED COLOUR COMBINATIONS

4.2
0 m

(13
’-9

 7/
16

”)
2.7

0 m
(8’

-1
0 5

/16
”)

2.10 m
(6’-10 3/4”)

4.50 m
(14’-9 3/16”)

1.80 m
(5’-10 15/16”)

0.60 m
(1’-11 5/8”)

0.60 m
(1’-11 5/8”)

5.70 m
(18’-8 7/16”)
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ADDITIONAL COLOUR COMBINATIONS AVAILABLE. REFER TO ANNUAL BROCHURE FOR SELECTION.

FIELD
Trafalgar Pavers
Sizes A, B, C (Random Cube)
Modular Pattern
5.76 m2 (62 ft2)

BAND
Trafalgar Pavers
Large Square
70 mm x 300 mm x 300 mm 
(2-3/4” x 11-13/16” x 11-13/16”)
3.90 m2 (42.00 ft2)

PRODUCT SUMMARY | FLUID | Trafalgar Pavers

ACCESSORIES
SAND Permapro Polymeric Sand
EDGES Permapro Paving Edge 
 or Permacon Celtik Curb

AREA  9.66 m2 (104.00 ft2)  |  PERIMETER  14.00 m (46’-0”) 

SUGGESTED COLOUR COMBINATIONS

FIELD: RANGE BOURBON BEIGE
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FIELD: RANGE CHATHAM BEIGE
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FIELD: RANGE NORVICK GREY

FIELD: TRAFALGAR PAVERS

BAND: TRAFALGAR PAVERS LARGE SQUARE            

1.83 m
(6’-0”)

0.61 m
(2’-0”)

0.61 m
(2’-0”)

1.52 m
(5’-0”)

2.13 m
(7’-0”)

1.83 m
(6’-0”)

0.61 m
(2’- 0”)

0.30 m
(1’- 0”)
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MODULE A
AREA  21.90 m2 (235.71 ft2)
PERIMETER  19.71 m (64’-8”)

FIELD
Paleo Plus Pavers
Sizes A, B, C, D
Linear Pattern
17.66 m2 (190.14 ft2)

BAND
Lineart Pavers
4.23 m2 (45.57 ft2)

PRODUCT SUMMARY | GEOMETRIC | Paleo Plus and Lineart Pavers

ACCESSORIES
SAND Permapro Polymeric Sand
EDGES Permapro Paving Edge 
 or Permacon Celtik Curb

MODULE B
AREA  5.89 m2 (63.40 ft2)
PERIMETER  9.71 m (31’-10 1/4”)

FIELD
Paleo Plus Pavers
Sizes A, B, C, D
Linear Pattern
3.19 m2 (34.38 ft2)

BAND
Lineart Pavers
1.98 m2 (21.36 ft2) 

INLAY
Permacon Lineart Pavers
0.71 m2 (7.65 ft2)

ADDITIONAL COLOUR COMBINATIONS AVAILABLE. REFER TO ANNUAL BROCHURE FOR SELECTION.

SUGGESTED COLOUR COMBINATIONS

FIELD: PALEO PAVERS

BAND: LINEART PAVERS 

FIELD: RANGE SHELL BEIGE

FIELD: PALEO PLUS PAVERS
BAND: LINEART PAVERS
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3.28 m
(10’-9 1/4”)

0.45 m
(1’-5 5/8”)

0.30 m
(0’-11 3/4”)

0.52 m
(1’-8 5/8”)0.52 m

(1’-8 5/8”)

0.52 m
(1’-8 5/8”)

0.60 m
(1’-11 1/2”)

0.60 m
(1’-11 1/2”)

0.60 m
(1’-11 1/2”)

0.60 m
(1’-11 1/2”)

2.98 m
(9’-9 1/2”)

0.59 m
(1’-11 7/16”)

0.52 m
(1’-8 11/16”)

3.96 m
(12’-11 3/4”)

2.39 m
(7’-10 1/8”)

2.46 m
(8’-1”)

1.40 m
(4’-7 1/4”)

0.30 m
(1’-0”)

0.30 m
(1’-0”)

0.67 m
(2’- 2 
7/16”)

2.98 m
(9’-9 7/16”)

MODULE A

MODULE B
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MODULE A
AREA  31.18 m2 (335.62 ft2)
PERIMETER  22.44 m (73’-7 1/2”)

FIELD
Mega-Bergerac Plus Pavers
Large Square
Grid Pattern
80 mm x 360 mm x 360 mm
(3 1/8” x 14 1/4” x 14 1/4”)
23.58 m2 (253.83 ft2)

BAND
Mega-Bergerac Plus Pavers
Large Square
80 mm x 360 mm x 360 mm
(3 1/8” x 14 1/4” x 14 1/4”)
7.60 m2 (81.8 ft2)

PRODUCT SUMMARY | GRIDLOCK | Bergerac Plus and Mega-Bergerac Plus Pavers

ACCESSORIES
SAND Permapro Polymeric Sand
EDGES Permapro Paving Edge 
 or Permacon Celtik Curb

MODULE B
AREA  18.47 m2 (198.84 ft2)
PERIMETER  17.65 m (57’-11”)

FIELD
Bergerac Plus Pavers
(Mega-Bergerac Plus Alternative)
Random Cube
Linear Pattern
12.75 m2 (137.21 ft2)

BAND
Lineart Pavers
5.72 m2 (61.63 ft2)

ADDITIONAL COLOUR COMBINATIONS AVAILABLE. REFER TO ANNUAL BROCHURE FOR SELECTION.

SUGGESTED COLOUR COMBINATIONS
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FIELD: RANGE ARDENNES GREY
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FIELD: RANGE GASCONY BEIGE

FIELD/BAND: MEGA-BERGERAC PLUS PAVERS     LARGE SQUARE       

FIELD: RANGE GASCONY BEIGE
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FIELD: RANGE ARDENNES GREY

FIELD: BERGERAC PLUS PAVERS     BAND: LINEART                   

MODULE BMODULE A

6.15 m
(20’-2 1/4”)

4.05 m
(13’-3 1/2”)

0.52 m
(1’-8 1/2”)

0.9
4 m

(3’
-1

”)
0.9

4 m
(3’

-1
”)

2.3
7 m

(7’
-9

 1/
2”

)

5.07 m
(16’-7 1/2”)

MODULE A

MODULE B



14Rustic

ADDITIONAL COLOUR COMBINATIONS AVAILABLE. REFER TO ANNUAL BROCHURE FOR SELECTION.

FIELD
Mega-Arbel Pavers
Random pattern
21.52 m2 (231.60 ft2)

SEAT WALL
Celtik Bevelled Cap
0.45 m (1’ -6”) height 
2.68 m (8’ -9 1/2”) length
1.21 m2 (12.98 ft2)
 
PILLARS
Celtik Wall
0.74 m x 0.74 m x 0.76 m 
(2’ -5” x 2’ -5” x 2’ -6”) height 

STEP
Celtik Step
1.98 lin. m (6’ -6” lin. ft.)

PRODUCT SUMMARY | RUSTIC | Mega-Arbel Pavers and Celtik Wall and Step

ACCESSORIES
SAND Permapro Polymeric Sand
EDGES Permapro Paving Edge 
 or Permacon Celtik Curb

SUGGESTED COLOUR COMBINATIONS

FIELD: MEGA-ARBEL PAVERS    WALL: CELTIK WALL          

FIELD: RANGE MELBOURNE GREY

W
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FIELD: RANGE RICHMOND GREY

W
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 R

AN
GE

 A
BE

RD
EE

N 
GR

EY

FIELD: RANGE DANVILLE BEIGE

W
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2.68 m
(8’-9 1/2”)

0.7
8 m

(2’
-6

 5/
8”

)
1.9

3 m
(6’

-4
”)

1.55 m
(5’-1”)

1.52 m
(5’-0”)

0.74 m
(2’-5”)

1.28 m
(4’-2 1/2”)

2.97 m
(9’-9”)

0.6
9 m

(2’
-3

”)
0.9

1 m
(3’

-0
”)

0.46 m
(1’-6”)

0.30 m
(1’-0”)

0.74 m
(2’-5”)

1.83 m
(6’-0”)

1.37 m
(4’-6”)

1.60 m
(5’-3”)

0.60 m
(1’-11 1/2”)

0.2
3 m

(0’
- 9

”)

0.9
1 m

(3’
-0

”)
0.9

1 m
(3’

-0
”)

0.4
6 m

(1’
-6

”)

0.7
4 m

(2’
-5

”)



15Water’s Edge

ADDITIONAL COLOUR COMBINATIONS AVAILABLE. REFER TO ANNUAL BROCHURE FOR SELECTION.

FIELD
Mega-Bergerac Plus Pavers
random cube
Linear Pattern
24.74 m2 (266.26 ft2)

CIRCLE
Bergerac Plus Circle Pavers
2.64 m (8’8”) diameter
5.48 m2 (59 ft2)

BAND
AquaStyl Pavers
5.07 m2 (54.53 ft2)

SLAB EDGE
Rockcliffe Slab
square and rectangle
2.23 m2 (24 ft2)
5.48 m2 (59 ft2)

PRODUCT SUMMARY | WATER’S EDGE | Mega-Bergerac Plus, AquaStyl Pavers and Rockcliffe Slab

ACCESSORIES
SAND Permapro Polymeric Sand
EDGES Permapro Paving Edge 
 or Permacon Celtik Curb

AREA  37.51 m2 (403.80 ft2)  |  PERIMETER  29.25 m (95’-11 1/2”) 

SUGGESTED COLOUR COMBINATIONS

FIELD: MEGA-BERGERAC PLUS    BAND: AQUASTYL PAVERS    SLAB: ROCKCLIFFE SLAB

FIELD: RANGE AUVERGNE CHARCOAL

SLAB: MANTLE GREY

BAND: RANGE COGNAC BROWN

FIELD: RANGE GASCONY BEIGE

SLAB: RANGE AMARETTO

BAND: RANGE AUVERGNE CHARCOAL

4.90 m
(16’-1”)

0.88 m
(2’-10 1/2”)

3.44 m
(11’-3 3/8”)

0.58 m
(1’-11”)

0.8
8 m

(2’
-1

0 1
/2”

)
0.5

8 m
(1’

-1
1”

)
0.6

5 m
(2’

-1
 5/

8”
)

2.5
0  

m
(8’

-2
 1/

4”
)

0.5
8 m

(1’
-1

1”
)

0.65 m
(2’-1 5/8”)

3.73 m
(12’-2 7/8”)

4.6
0 m

(15
’-1

 3/
8”

)



COMBINAISONS DE COULEURS SUGGÉRÉES

16Wraparound

FIELD: PALEO MODULAR PAVERS    BAND: LINEART PAVERS            

FIELD: RANGE SILEX GREY

B
A

N
D

: 
R

A
N

G
E

 C
O

G
N

A
C

 B
R

O
W

N

FIELD
Paleo Modular Pavers
Sizes H, B, I (random cube)
Modular Pattern
20 m2 (215 ft2)

BAND
Lineart Pavers
Modular Pattern
15.3 m2 (165 ft2)

ACCENT BAND
Modular Pattern
(horizontal or vertical)

PRODUCT SUMMARY | WRAPAROUND | Paleo Modular Pavers and Lineart Pavers

ACCESSORIES
SAND Permapro Polymeric Sand
EDGES Permapro Paving Edge 
 or Permacon Celtik Curb

AREA  35.30 m2 (380 ft2)  |  PERIMETER  27.40 m (90’-0”) 

ADDITIONAL COLOUR COMBINATIONS AVAILABLE. REFER TO ANNUAL BROCHURE FOR SELECTION.

3.96 m
(13’-0”)

1.22 m
(4’-0”)

0.46 m
(1’-6”)3.96 m

(13’-0”)
0.60 m
(2’-0”)

2.74m
(9’-0”)

4.4
2 m

(14
’-6

”)

2.4
4 m

(8’
-0

”)

1.8
3 m

(6’
-0

”)
0.7

8 m
(2’

-7
”)
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18Elegant Simplicity

SUGGESTED COLOURS

INSERT

Canvas pavers in two colours, 
0.5 m wide, centered between
the two garage doors.

LANDING 

Trafalgar pavers
with Celtik capping

FLOWERBED

1 row of Canvas
pavers (0.2 m wide)

PATHWAY

Apply Trafalgar pavers, 
1.1 m wide with a border 
of 0.2 m wide

MAIN SURFACE

Trafalgar pavers in two colours, 
separated by a band of Canvas 
pavers clearly identifi es the 
parking area (1.6 m wide) and 
the walkway (1.2 m wide).

ENTRANCE

DRIVEWAY

PRODUCT SUMMARY | ELEGANT SIMPLICITY | Trafalgar and Canvas Pavers, Celtik Wall

CANVAS INSERT

4 Canvas pavers in 
a Trafalgar setting. 
Insert another colour 
of Canvas cobble in 
the centre.

1 Trafalgar Range Norvick grey
2 Trafalgar Range Chatham beige
3 Trafalgar Range Bourbon beige
4 Canvas Range Cognac brown
5 Canvas Range Auvergne charcoal

PAVERS

ENTRANCE AND DRIVEWAY  

Use two colours of Trafalgar pavers for the main 
surface and curb.

Use two colours of Canvas pavers, one to form a 
fl owerbed and the other to separate the Trafalgar 
paver surfaces. Add a small square of Canvas paver 
for an elegant fi nish.

ACCESSORIES

Permapro Polymeric sand
Permapro plastic curb
Celtik curb or Celtik Mega curb

4.20 m
(13’-9 5/16”)

1 m
(3’-3 3/8”)

1 m
(3’

-3
 3/

8”
)

1 m
(3’

-3
 3/

8”
)

1 m
(3’-3 3/8”)

1.60 m
(5’-3”)

1.50 m
(4’-11”)

4.50 m
(14’-9 1/8”)

2.20 m
(7’-2 5/8”)

3 m
(9’

- 1
0 1

/16
”)

1.2
0 m

(3’
-1

1 1
/4”

)

0.50 m
(1’- 7 5/8”)

0.5
0 m

(1’
- 7

 5/
8”

)
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19Natural Control

PATIO AND LANDING  

The natural shape of Mega-Arbel pavers is enhanced by a border 
of Mega Trafalgar pavers. A few pavers escape the border. The 
Mega-Trafalgar pavers form a comfortable little landing at the top 
of the stairs, made of Celtik steps.

PATH

Mega-Arbel pavers lead a path across the lawn.

ACCESSORIES

Permapro Polymeric sand
Permapro Paving edge

1 Mega-Arbel Range Melbourne grey
2 Mega-Arbel Range Danville beige
3 Mega-Arbel Range Richmond grey
4 Mega-Trafalgar Range Norvick grey
5 Mega-Trafalgar Range Chatham beige

PAVERS

SUGGESTED COLOURS

PAVERS FOLLOW YOUR STEPS

Use Mega-Arbel pavers in groups of 
three to form stepping stones where 
you would normally walk.

LANDING 

1.08 m landing in 
front of the door 
provides safety. Use 
the same Mega-
Trafalgar pavers you 
used to outline the 
patio.

MAIN SURFACE

Mega-Arbel pavers, 
6 m long by 3.8 m 
wide. The pavers 
overfl ow into the 
Mega-Trafalgar 
pavers towards the 
path. 

PATIO AND LANDING

PATH

PRODUCT SUMMARY | NATURAL CONTROL | Mega-Arbel and Mega-Trafalgar Pavers | 
Celtik Wall, Capping and Steps

EVEN MORE NATURAL

Group Mega-Arbel 
pavers in sets of 
three rosettes or 
cloverleaf shapes. 
Move a paver off to 
the side to give the 
pathway even more 
fl exibility.

STAIRS

Celtik retaining 
wall and steps. 
Compliment the 
colour of the steps 
to match the 
house’s cladding 
and the patio.

6.60 m
(21’-7 13/16”)

1.40 m
(4’-7 1/8”)

1.6
0 m

(5’
-3

”)

0.8
0 m

(2’
-7

 1/
2”

)

1.0
8 m

(3’
-6

 1/
2”

)

4.4
0 m

(14
’-5

 3/
16

”)

2.40 m
(7’-10 1/2”)

2.80 m
(9’-2 3/16”)

0.1
0 m

(0’
- 3

 15
/16

”)

0.45 m

(1’- 5 11/16”)

0.4
5 m

(1’
- 5

 11
/16

”)
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20Good Boundaries

CURB 

Celtik Mega curb is a beautiful way to add polish to your driveway 
and pathways. Park, move around and remove snow with ease; your 
lawn and fl owers will be well protected.

PATHWAY

Trafalgar and Mega-Trafalgar pavers gives a clean look that allows 
the subtle ranges in the textures and colours to shine.

ACCESSORIES

Permapro Polymeric sand

1 Celtik Mega Curb Range Oxford charcoal
2 Mega-Trafalgar Range Norvick grey
3 Mega-Trafalgar Range Chatham beige
4 Trafalgar Range Bourbon beige
5 Trafalgar Range Norvick grey
6 Trafalgar Range Chatham beige

PAVERS

SUGGESTED COLOURS

PATHWAY AND LANDING

Mega-Trafalgar 
pavers in soldier 
course covering the 
Trafalgar paver curb.

LEAN FINISH

The Celtik Mega curb defi nes your 
pathways with a nice clear line. Bury and 
level the curb with pavers for easy access 
while maintaining a continuous border 
between the parking and the pathway.

CURB

PATH

PRODUCT SUMMARY | GOOD BOUNDARIES | Celtik Mega Curb | Trafalgar 
and Mega-Trafalgar Pavers | Celtik Wall, Capping and Steps

STAND OUT

Celtik Mega curb can be
installed to go above the
desired height:  

- level the curb with the 
 pavers across the pathway. 

- raise the curb 12-15 cm 
 higher to edge a surface.

PARKING

Trafalgar pavers for main 
surfaces and its perimeter. 
Mega-Trafalgar pavers for 
walkways.

Raise the curb 14 cm higher than 
the pavers and level with the lawn.

Top and level the curb with 
pavers across the pathway.

WALLS AND STEPS

The rugged texture of
the Celtik Mega curb
blends in well with
Celtik walls and steps.

LEVEL

Pathway / Driveway

ABOVE 

Lawn / Driveway

7.20 m
(23’-7 7/16”)

1.2
0 m

(3’
-1

1 1
/4”

)

3 m
(9’-10 1/16”)

3 m
(9’

- 1
0 1

/16
”)

0.60 m
(1’-11 5/8”)

3 m
(9’-10 1/16”)

1.50 m
(4’-11”)

3.575 m
(11’-8 3/4”)
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A Trace of Monaco 21

COLOURED PAVERS 

Using Bergerac Plus pavers clearly 
identifi es set spaces for either the car 
and/or the pedestrian. Mega-Trafalgar 
pavers blend in nicely with the spaces.

SIDE ENTRANCE

TRANSITION

As part of the entrance, the stairs are 
embedded into the wall. The Celtik Mega 
curb outlines the parking area without 
surpassing above the surface.

MAIN ENTRANCE  

Insert a row of Monaco in between two Celtik columns to give a more prestigious look. 
The lower walls between the columns in the front expand the space, adding depth. The 
rounded design of the Bergerac Plus pavers compliments the homes façade.

SIDE ENTRANCE

The parking space is completely separated from the entrance with a wall and a curb. 
The stairs are discreetly set into the wall.

ACCESSORIES

Permapro Polymeric sand
Permapro Paving edge and Celtik Mega curb for pavers

1 Celtik Range Oxford charcoal
2 Celtik Range Cardigan brown
3 Celtik Range Orleans grey
4 Monaco Range Sheffi eld beige & black
5 Monaco Range oxford charcoal
6 Monaco Range Aberdeen grey

WALL

SUGGESTED COLOURS

COLUMNS AND WALLS

To optimize the use of the Celtik blocks, the 
column measures 0.734 m wide. Inset the 
row of Monaco blocks by 17 mm. Monaco 
blocks allow small walls to be more visible 
from both sides. 

MAIN ENTRANCEPRODUCT SUMMARY | A TRACE OF MONACO | Celtik wall, Capping and Steps |
Monaco Wall | Bergerac Plus and Mega-Trafalgar Pavers CAPPING

The Celtik capping on the right 
is cut at an angle to produce 
corners. It surpasses the
column by 33 mm to protect it.

7 Bergerac Plus Range Brittany beige
8 Bergerac Plus Range Auvergne charcoal
9 Bergerac Plus Range Esterel red
10 Bergera Plus Range Cognac brown
11 Mega-Trafalgar Range Norvick grey
12 Mega-Trafalgar Range Bourbon beige

PAVERS

1.40 m
(4’-7 1/8”)

1.4
0 m

(4’
-7

 1/
8”

)

0.90 m
(2’-11 7/16”)

0.90 m
(2’-11 7/16”)

2 m
(6’-6 3/4”)

2 m
(6’-6 3/4”)

0.3 m
(0’-11 3/16”)

0.4
 m

(1’
-3

 3/
4”

)

2 m
(6’-6 3/4”)

0.7 m R
1 m R

1.20 m
(3’-11 1/4”)3.60 m

(11’-9 3/4”)

3.7
5 m

(12
’-3

 5/
8”

)
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22Gradual Expansion

Additional spot
for a third vehicule

ADDING AN AREA

Expanding with Canvas pavers. Matching up the edges
and the overall shape of the design preserves continuity.

ENTRANCE

DRIVEWAY  

The kids are grown up. You need an extra parking spot for the 
thirdcar but don’t want to redo the entire area. You can blend in 
a few pavers with the new surface and this will ease the transition.

ENTRANCE

Don’t hesitate to expand your area with a new kind of paver,
while maintaining the spirit of your existing design.

ACCESSORIES

Permapro Polymeric sand
Permapro Paving edge

1 Bergerac Plus Range Esterel red
2 Bergerac Plus Range Brittany beige
3 Bergerac Plus Range Auvergne charcoal
4 Bergerac Plus Range Cognac brown

PAVERS

SUGGESTED COLOURS

EXTRA SPACE

In expanding your driveway, you 
can easily create a third parking 
spot without interfering with the
garages or access to the street.
Calculate 1.8 m wide for every
6 m long.

PARKING
PRODUCT SUMMARY | GRADUAL EXPANSION | Bergerac Plus Pavers (two colours) or any other 
existing paver within the same model in a contrasting colour | Trafalgar 
and Canvas pavers | Celtik Wall, Capping and Steps TRADING PAVERS

Replace the pavers on the 
existing surface with new 
pavers of the same model. 
Insert the old pavers into the
new surface.

AVOID CLEAR SEPARATIONS BETWEEN THE PARKING AREAS.

5 Bergerac Plus Range Gascony beige
6 Canvas Range Cognac brown
7 Trafalgar Range Norvick grey

4.30 m
(14’-1 1/4”)

4.50 m
(14’-9 1/8”)

2.20 m
(7’-2 5/8”)

1.50 m
(4’-11”)

1.50 m
(4’-11”)0.90 m

(4’-11 7/16”)

1.50 m
(4’-11”)

2.20 m
(7’-2 5/8”)

1 m
(3’

-3
 3/

8”
)

1 m
(3’

-3
 3/

8”
)

3 m
(9’

- 1
0 1

/16
”)

mi
nim

um
 6 

m
(19

’-8
 3/

16
”)1.2

0 m
(3’

-1
1 1

/4”
)
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23Controlled Textures

BORDERS WITH TWO ROWS

Two rows of pavers provide a
better proportion for doorstep 
or other small areas.

SMALL RUGS

PATIOS  

The Mega-Arbel pavers offer a natural fl agstone type look with irregular contours and 
surfaces. The Vendome paver contour provides a clean fi nish with a sharp relief.

SMALL MAT

Reinforce the ground in high traffi c areas immediately.

ACCESSORIES

Permapro Polymeric sand
Permapro Paving edge

1 Vendome Range Richmond grey
2 Vendome Range Melbourne grey

PAVERS

PATIOSPRODUCT SUMMARY | CONTROLLED TEXTURES | Mega-Arbel 
and Vendome Pavers | Celtik Wall, Capping and Steps SEPARATE SURFACES

Celtik steps are 
a perfect way to 
separate two areas.

3 Mega-Arbel Range Melbourne grey
4 Mega-Arbel Range Danville beige
5 Mega-Arbel Range Richmond grey

BORDERS WITH THREE ROWS

Three rows of Vendome 
pavers provide a 
beautifully-proportioned 
frame for a patio.

SUGGESTED COLOURS

Straight pattern
(corner)

VENDOME PAVER

Herringbone 
pattern (corner)

6.25 m
(20’-6”)

3.2
5 m

(10
’-7

 15
/16

”)

4.2
9 m

(14
’-0

”)

1.5
0 m

(4’
-1

1”
)

1.50 m
(4’-11”)

0.3
9 m

(1’
-3

 5/
16

”)

CLEAN HOUSE

There is more movement 
around the doorstep 
compared to the lawn. 
A small paved surface 
will ensure that the lawn 
won’t turn into mud 
puddles. Keeping 1.5 m 
of clean space will give 
an elegant fi nish.
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24A Place in the Sun

STEPS

Marina pavers, with 
their rounded edges, 
soften the look. Extend 
the row of Paleo Plus 
pavers by 0.45 m for 
an easier stride.

STEP

PATIO  

With its columns, walls and classic style, you can almost 
feel the warm Mediterranean breeze this patio brings.

STAIRS

The Marina paver capping and stairs give a fresh, 
clean look to the entire project.

ACCESSORIES

Permapro Polymeric sand
Permapro Paving edge

1 Rockcliffe Range Amaretto
2 Rockcliffe Range Mantle grey
3 Paleo Plus Range Silex grey
4 Paleo Plus Range Fossil beige
5 Marina Range Silex grey

PAVERS

SLABS AND PAVERS

Rockcliffe slabs integrate 
perfectly into an area paved 
in Paleo Plus. You can use them 
to defi ne strategic areas.

PATIOPRODUCT SUMMARY | A PLACE IN THE SUN | Celtik Walls and Columns | 
Borders and Steps, Marina and Paleo Plus Pavers | Rockcliffe Slabs

COLUMNS AND WALLS

Celtik Walls. The columns 
protrude 0.2 m into the garden, 
leaving the wall slightly
recessed.

6 Marina Range Shell beige
7 Marina Range Cognac brown
8 Celtik Range St-Malo beige
9 Celtik Range Aberdeen grey

SUGGESTED COLOURS

NO CUTTING

4 rows of Paleo Plus pavers 
are modular with one 
Rockcliffe slab (0.6 m ). 
You can also use 8 rows of 
Paleo Plus pavers for every 
3 side-by-side Rockcliffe 
slabs.

PAVERS AT THE BOTTOM

The paved surface at the 
bottom of the stairs is
essential to protect your 
lawn from excessive wear.

4.30 m
(14’-1 1/4”)

3.20 m
(10’-6”)

1.20 m
(3’-11 1/4”)

0.75 m
(2’-5 1/2”)

2.2
0 m

(7’
-2

 5/
8”

)

3 m
(9’

-1
0 1

/16
”)

2 m
(6’

-6
 3/

4”
)

1.2
0 m

(3’
-1

1 1
/4”

)

1.2
0 m

(3’
-1

1 1
/4”

)

5.4
0 m

(17
’-8

 5/
8”

)

1.
17

 m

0.
48

 m
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25A Memorable Entrance

PATHWAY AND LANDINGS

Trafalgar pavers in two colours. 
The dominant colour leads up 
to the door. A row of Canvas 
pavers edges the fl owerbed.

ENTRANCE

DRIVEWAY  

Two inserts of Vendome pavers
Contours of Trafalgar pavers separate from the Mega-Trafalgar background.

ENTRANCE

Different scale, same colour
Trafalgar pavers in the entrance and Mega-Trafalgar pavers in the
driveway ensure continuity from one space to the next.

ACCESSORIES

Permapro Polymeric sand
Permapro Paving edge

1 Vendome Range Melbourne grey
2 Vendome Range Richmond grey
3 Trafalgar Range Chatham beige

PAVERS

OLD FASHIONED INSERTS

Vendome pavers, 1.2 m 
wide. The car’s wheels 
will cover each side of
the Vendome pavers. 
Contour with Trafalgar 
pavers 0.3 m wide.

DRIVEWAYPRODUCT SUMMARY | A MEMORABLE ENTRANCE | Trafalgar, Mega-Trafalgar 
and Vendome Pavers | Celtik Wall, Capping and Steps CLASSIC SURFACE

Mega-Trafalgar paver. Use 
multiples of 0.2 m to adjust 
your dimensions and eliminate 
cutting. 

4 Trafalgar Range Norvick grey
5 Mega-Trafalgar Range Norvick grey
6 Mega-Trafalgar Range Bourbon beige

SUGGESTED COLOURS

AVOID CUTTING

10 rows of Vendome pavers (1.3 m) line up perfectly 
with Trafalgar pavers. Use multiples of 0.3 m to combine 
Trafalgar and Mega-Trafalgar pavers.

VENDOME / TRAFALGAR TRAFALGAR / MEGA-TRAFALGAR

WALL AND STEPS

Celtik Wall. Celtik steps 
and capping on the wall 
stand out in a contrasting
colour.

4.30 m
(14’-1 1/4”)

4.50 m
(14’-9 1/8”)

2.20 m
(7’-2 5/8”)

1.50 m
(4’-11”)

1.20 m
(3’-11 1/4”)

1.80 m
(5’-10 11/16”)

1.80 m
(5’-10 11/16”)

0.9 m
(4’-11 7/16”)

1 m
(3’

-3
 3/

8”
)

1 m
(3’

-3
 3/

8”
)

3 m
(9’

-1
0 1

/16
”)

5.2
 m

(17
’-0

 5/
8”

)

1.2
0 m

(3’
-1

1 1
/4”

)

1.3
 m

(4’
-3

 3/
16

”)

Mu
ltip

les
 of

  3
 m

(9’
-1

0 1
/16

”)
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ENTRANCE

DRIVEWAY  

This futuristic design was reinvented from a classic.
In taking today’s environmental issues into consideration, this
driveway was made for everyday living.

ENTRANCE

Your senses will rejoice in the natural textures,
Mega-Arbel and Vendome pavers.

ACCESSORIES

Permapro Polymeric sand
Permapro Paving edge

1 Vendome Range Melbourne grey
2 Vendome Range Richmond grey
3 Mega-Arbel Range Melbourne grey

PAVERS

REINVENTING A CLASSIC

Vendome pavers provide the link 
that takes us back into history. 
Mega-Arbel pavers are gentle 
to the pedestrian. Both offer an 
abundance of details that are 
easy on the eyes.

PARKING
PRODUCT SUMMARY | BACK TO THE FUTURE | Vendome and Mega-Arbel Pavers |
Celtik wall, Capping and Steps | Celtik Mega Curb INSTALLING THE PAVERS

Place the pavers 
horizontally for an 
even more solid base.

4 Mega-Arbel Range Danville beige
5 Mega-Arbel Range Richmond grey

SUGGESTED COLOURS

Back to the Future

LIMITED CUTTING

Use lengths that will 
correspond with a whole 
number of Vendome 
pavers. Using a width of 
2.99 m wide, you can 
easily align the borders 
between the two parking 
spots.  

LANDINGS

Celtik walls and steps
add richness to this 
area.

MEGA CURB

This heavy duty texture 
deserves the fi nishing 
touch of a Celtik Mega 
curb. Adjust the height 
accordingly.

3.7
7 m

(12
’-4

 7/
16

”)

3 m
(9’

-1
0 1

/16
”)

1.2
0 m

(3’
-1

1 1
/4”

)
1.0

4 m
(3’

-5
”)

2.99 m
(9’-9 11/16”)

2.99 m
(9’-9 11/16”)

3.60 m
(11’-9 3/4”)

1.50 m
(4’-11”) 0.6 m

(1’-11 5/8”)

2.9
9 m

(9’
-9

 11
/16

”)
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PATIOS  

Switched pavers
The upper patio in Bergerac Plus pavers trades a rectangle 
of pavers with the lower patio, which is done in Canvas pavers.

PATHWAY

Gradual change
You can gradually change colour to indicate the shift from one space to the next. 
Alternate between different bands of Canvas and Bergerac Plus  pavers.

ACCESSORIES

Permapro Polymeric sand
Permapro Paving edge or Celtik curb

PRODUCT SUMMARY | CONTRASTING CONTINUITY | Canvas and Bergerac Plus Pavers | 
Celtik Wall, Capping and Steps

Contrasting Continuity

PATHWAY

1 Canvas Range Cognac brown
2 Canvas Range Auvergne charcoal
3 Bergerac Plus Range Brittany beige

PAVERS

REPEATING PAVERS

The Bordures of the lower patio 
in Canvas pavers also appear 
in the upper patio. Five rows of
Bergerac Plus pavers form a 
0.7 m wide band; the exact width
of a band of Canvas pavers.

PATIOS
WALL AND STEPS

Celtik wall. The
colours of the Celtik 
steps and capping on 
the wall contrast with
the pavers.

4 Bergerac Plus Range Esterel red
5 Bergerac Plus Range Gascogne beige
WALL 

6 Celtik Range Aberdeen grey

SUGGESTED COLOURS

CANVAS PAVER MOTIF

Canvas pavers are 
0.2 m wide and may 
be laid to intertwine
at every 0.1 m. 
Cutting half a paver 
or a piece compliments 
the surface. 

TRADING COLOURS

Bergerac Plus pavers 
are alternated with 
bands of Canvas 
pavers. Alternating 
colours of Canvas 
pavers creates a 
checkerboard pattern.

8.40 m
(27’-6 11/16”)

6.40 m
(21’-0”)

4.21 m
(13’-9 3/4”)

2 m
(6’-6 3/4”)

0.7 m
(2’-3 1/2”)

0.7
 m

(2’
-3

 1/
2”

)
0.7

 m
(2’

-3
 1/

2”
)

3 m
(9’

-1
0 1

/16
”)

5.0
1 m

(16
’-5

 1/
4”

)

0.60  m
(1’-11 5/8”)

0.6
0  

m
(1’

-1
1 5

/8”
)

0.70  m
(2’-3 1/2”)

2 m
(6’

-6
 3/

4”
)
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29Sample Design #1

          FIREPIT
PAGE 51

PAGE 64

 FIREPLACE

             KITCHEN

   ENTRY FEATURE

                ARBOR

FIELD
MEGA BERGERAC PLUS
RANGE GASCONY BEIGE

FIELD
MEGA-BERGERAC PLUS
RANGE COGNAC BROWN

BANDING
VENDOME - RANGE
RICHMOND GREY

WALL
LAFITT STONE - RANGE
AMBOISE CHAMBORD

FIELD
TRAFALGAR PAVERS - RANGE
NORVICK GREY

WALL
MONACO - RANGE
ABERDEEN GREY

                WATER FEATURE

                BENCH

FIELD
MEGA-BERGERAC PLUS
RANGE GASCONY BEIGE

BANDING
VENDOME - RANGE
RICHMOND GREY

PAGE 55

PAGES 58 -59

PAGE 38

PAGE 67

PAGE 44

VIEW 1

VIEW
2

AQUASTYL POOL COPING

CELTIK WALL CAP

                PLANTER
PAGE 56

RESIDENCE

POOLPOOL HOUSE

LAWN PLAY AREA

LAWN

LAWN

LAWN
SPA



30Sample Design #1 - View 1



31Sample Design #1 - View 2



32Sample Design #2

RECESSED FIREPIT

         KITCHEN

FIELD
BERGERAC PLUS 
CIRCLE PAVERS 
RANGE
GASCONY BEIGE

FIELD
MEGA-BERGERAC PLUS  
RANGE
COGNAC BROWN

FIELD
CANVAS PAVERS - RANGE
AUVERGNE CHARCOAL

KITCHEN
LAFAYETTE

FIELD
BERGERAC PLUS 
CIRCLE PAVERS  
RANGE GASCONY BEIGE

BAND
BERGERAC PLUS 
CIRCLE PAVERS  
RANGE AUVERGNE CHARCOAL

                WATER FEATURE

            CURVED BENCH

WALL STEPS

SEAT WALL

CURB PLANTING BED

                PLANTER

FIELD
BERGERAC PLUS 
CIRCLE PAVERS  
RANGE
GASCONY BEIGE

WALL PLANTING BED

RANGE
ABERDEEN GREY

RANGE
ABERDEEN GREY

PAGE 55

PAGE 68 

PAGE 52

PAGE 57

PAGE 48
VIEW 2

VIEW 1



33Sample Design #2 - View 1



34Sample Design #2 - View 2



35Sample Design #3

         KITCHEN

FIELD
TRAFALGAR  
RANGE
NORVICK GREY

BAND
VENDOME 
RANGE
RICHMOND GREY

                WATER FEATURE

ESPLANADE STEPS

FIELD
MEGA-BERGERAC PLUS 
RANGE
GASCONY BEIGE

BATISCAN GREY

        FIRE PLACE

                COUNTER WITH STOOLS

                ENTRY FEATURE

BAND
VENDOME 
RANGE
RICHMOND GREY

PAGE 54 PAGE 44

PAGE 65

PAGE 45

PAGE 38

                VIEW 1

                VIEW 2

RESIDENCE



36Sample Design #3 - View 1



37Sample Design #3 - View 2
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PRODUCT SUMMARY | MONACO FIREPLACE

A gas burning fi replace insert, set within our 
Monaco Wall, accented with our Vendome 
paver. Designed in modules, the Monaco 
fi replace can be confi gured in various ways 
to suit your taste and design. Plans on the 
following page gives 3 examples of how these 
modules can be interchanged.

SIDE ELEVATION FRONT ELEVATION

VENDOME ACCENT

NATURAL STONE COPING (TYP)

VENDOME ACCENT

3” X 3” X 1/4” ANGLE IRON 
SUPPORT MEMBER SECURED WITH CONSTRUCTION 
ADHESIVE

MORTAR BED / CONSTRUCTION
ADHESIVE (TYP)

FIREPLACE OPENING
46” X  60” (TYP)

VENTILATION OPENING (TYP)

12” DIA. SONOTUBE FOUNDATION.
EXTEND TO 6” BELOW FROSTLINE
AS DICTATED BY SITE CONDITIONS

4” POURED CONCRETE SLAB - 30 MPa
REINFORCED WITH FIBERGLASS

4-6 WELDED WIRE MESH AND/OR REBAR
AS DICTATED BY SITE CONDITIONS

150-300 mm 3/4” CRUSHED STONE FOUNDATION
AS DICTATED BY SITE CONDITIONS

COMPACTED SUBGRADE

NOTE:
BASED ON NATURAL GAS FIREPLACE:
“MAJESTIC” ODGSR42A BY VERMONT 
CASTINGS.
FOR ALTERNATIVE INSERTS REFER 
TO MANUFACTURER’S INSTRUCTIONS.

PLAN

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT  QUANTITY

Monaco Wall         11.28 m2 / 121.4 ft2

Vendome Pavers 1 m2 / 10.76 ft2

Coping unit dimensions - see page 39
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WING WALL UNIT

FIREPLACE UNIT

BASE UNIT

EARTH UNIT

MATERIALS LIST

MONACO WALL

VENDOME ACCENT PAVERS

MONACO WALL

3” X 3” X 1/4” ANGLE IRON SUPPORT
MEMBER SECURED 
WITH CONSTRUCTION ADHESIVE

MONACO WALL

MONACO WALL

VENDOME ACCENT PAVERS

MONACO WALL

FRONT
SIDE

MONACO WALL - 1.03 m2/11.12 ft2

VENDOME ACCENT - 0.10 m2/1.13 ft2

NATURAL STONE COPING UNIT - 660 mm (26”) X 609 mm (24”)
NOTE: WING WALL QUANTITIES ARE FOR ONE SIDE ONLY

MONACO WALL - 6.03 m2/64.92 ft2

VENDOME ACCENT - 0.89 m2/9.55 ft2

NATURAL STONE COPING UNIT - 1625 mm (64”) X 914 mm (36”)

MONACO WALL - 1.13 m2/12.13 ft2

NATURAL STONE COPING UNIT - 3353 mm (132”) X 1219 mm (48”)

MONACO WALL - 0.29 m2/3.13 ft2

NATURAL STONE COPING UNIT - 1943 mm (76.5”) X 558 mm (22”)

FRONT

FRONT

FRONT

SIDE

SIDE

SIDE

NATURAL STONE COPING UNIT NATURAL STONE COPING UNIT

NATURAL STONE COPING UNIT NATURAL STONE COPING UNIT

NATURAL STONE COPING UNIT

NATURAL STONE 
COPING UNIT

NATURAL STONE COPING UNIT

VENDOME ACCENT PAVERS

MONACO WALL

MONACO WALL

CAP UNIT

FRONT
SIDE

MONACO WALL - 1.77 m2/19.09 ft2

VENDOME ACCENT - 0.10 m2/1.13 ft2

NATURAL STONE COPING UNIT - 1016 mm (40”) X 609 mm (24”)

ST-MALO BEIGE ABERDEEN GREY SHEFFIELD BEIGE AND BLACK OXFORD CHARCOAL

SUGGESTED COLOURS

Monaco Fireplace (page 2 of 2)

GENERAL NOTES:
1. Built-in appliances vary in size. Refer to
 manufacturer’s specifi cations for installation and  
 dimensional requirements. Actual hardscaping 
 dimensions may vary based on appliances used.
2. Contractor must check that the fi replace complies 
 with local bylaw and code requirements. 
3. All joints to be sealed with non-combustible material. 
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NOTE:
BASED ON NATURAL GAS FIREPLACE:
“MAJESTIC” ODGSR42A BY VERMONT CASTINGS.
FOR ALTERNATIVE INSERTS REFER 
TO MANUFACTURER’S INSTRUCTIONS.

PRODUCT SUMMARY | CELTIK FIREPLACE

A gas burning fi replace insert, set within 
our Celtik Wall, accented with Monaco Wall.  
Designed in modules, the Celtik Fireplace can 
be confi gured in various ways to suit your taste 
and design. Plans on the following page gives 
3 examples of how these modules can be 
interchanged.

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT  QUANTITY

Celtik Wall         10.26 m2 / 110.4 ft2

Monaco Wall 1.31 m2 / 14.1 ft2

Coping unit dimensions - see page 41

MONACO WALL ACCENT
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227 mm
(0’- 9”)

MONACO WALL ACCENT

NATURAL STONE COPING (TYP)

3” X 3” 1/4” ANGLE IRON
SUPPORT MEMBER SECURED
WITH CONSTRUCTION ADHESIVE

MORTAR BED / CONSTRUCTION
ADHESIVE (TYP)

VENTILATION OPENING (TYP)

FIREPLACE OPENING
46” X 40” (TYP)

MONACO WALL ACCENT

12” DIA. SONOTUBE FOUNDATION
EXTEND TO 6” BELOW FROSTLINE
AS DICTATED BY SITE CONDITIONS

4” POURED CONCRETE SLAB – 30 MPa
REINFORCED WITH FIBERGLASS

4-6 WELDED WIRE MESH AND/OR REBAR
AS DICTATED BY SITE CONDITIONS

SIDE ELEVATION FRONT ELEVATION

PLAN
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COMPACTED SUBGRADE
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ORLEANS GREY SHEFFIELD BEIGE
AND BLACK

ST-MALO BEIGEABERDEEN GREYEDINBURG RED OXFORD 
CHARCOAL

CARDIGAN 
BROWN

SUGGESTED COLOURS

GENERAL NOTES:
1. Built-in appliances vary in size. Refer to manufacturer’s specifi cations for installation and  
 dimensional requirements. Actual hardscaping dimensions may vary based on appliances used.
2. Contractor must check that the fi replace complies with local bylaw and code requirements. 
3. All joints to be sealed with non-combustable material. 

NATURAL STONE COPING UNIT

MATERIALS LIST

MONACO WALL ACCENT

CAP UNIT

CELTIK WALL - 1.33 m2/14.36 ft2

MONACO ACCENT - 0.19 m2/2.08 ft2

NATURAL STONE COPING UNIT - 1168 mm (46”) X 571 mm (22.5”)
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CELTIK WALL

CELTIK WALL - 0.37 m2/3.95 ft2

MONACO ACCENT - 0.78 m2/8.37 ft2

NATURAL STONE COPING UNIT - 1524 mm (60”) X 571 mm (22.5”)

NATURAL STONE COPING UNIT

3” X 3” X 1/4” ANGLE IRON SUPPORT
MEMBER SECURED WITH
CONSTRUCTION ADHESIVE
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NOTE: WING WALL QUANTITIES ARE FOR ONE SIDE ONLY
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SIDE ELEVATION FRONT ELEVATION

PLAN

NOTE:
BASED ON NATURAL GAS FIREPLACE:
“MAJESTIC” ODGSR42A BY VERMONT CASTINGS.
FOR ALTERNATIVE INSERTS REFER 
TO MANUFACTURER’S INSTRUCTIONS.

PRODUCT SUMMARY | LAFAYETTE FIREPLACE

A gas burning fi replace insert, set within
our Lafayette Wall. Designed in modules,
the Lafayette Fireplace can be confi gured 
in various ways to suit your taste and design. 
Plans on the following page gives 3 examples 
of how these modules can be interchanged.

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT  QUANTITY

Lafayette Wall         10.89 m2 / 117.2 ft2

Coping unit dimensions - see page 43

NATURAL STONE COPING (TYP)
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MORTAR BED / CONSTRUCTION
ADHESIVE (TYP)
3” X 3” X 1/4” ANGLE IRON
SUPPORT MEMBER SECURED
WITH CONSTRUCTION ADHESIVE

FIREPLACE OPENING
46” X 40” (TYP)
VENTILATION OPENING (TYP)

12” DIA. SONOTUBE FOUNDATION
EXTEND TO 6” BELOW FROSTLINE
AS DICTATED BY SITE CONDITIONS

4” POURED CONCRETE SLAB - 30 MPa
REINFORCED WITH FIBREGLASS

4-6 WELDED WIRE MESH AND/OR REBAR
AS DICTATED BY SITE CONDITIONS
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COMPACTED SUBGRADE
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SUGGESTED COLOURS

GENERAL NOTES:
1. Built-in appliances vary in size. Refer to manufacturer’s specifi cations for installation and  
 dimensional requirements. Actual hardscaping dimensions may vary based on appliances used.
2. Contractor must check that the fi replace complies with local bylaw and code requirements. 
3. All joints to be sealed with non-combustable material. 

SHEFFIELD BEIGE
AND BLACK

ABERDEEN GREY

MATERIALS LISTCAP UNIT

LAFAYETTE WALL - 1.97 m2/21.25 ft2

NATURAL STONE COPING UNIT - 1320 mm (52”) X 711 mm (28”)
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MEMBER SECURED WITH
CONSTRUCTION ADHESIVE

2083 mm
(6’- 10”)

1981 mm
(6’- 6”)

12
19

 m
m

(4’
- 0

”)

89 mm
(0’- 3.5”)

711 mm
(2’- 4”)

610 mm
(2’- 0”)

70
8 m

m
(2’

- 4
”)

FRONT SIDE

WING WALL UNIT

NATURAL STONE COPING UNIT

LAFAYETTE WALL

660 mm
(2’- 2”)

61
0 m

m
(2’

- 0
”)

89 mm
(0’- 3.5”)

610 mm
(2’- 2”)

LAFAYETTE WALL - 1.13 m2/12.2 ft2

NATURAL STONE COPING UNIT - 711 mm (28”) X 660 mm (26”)
NOTE: WING WALL QUANTITIES ARE FOR ONE SIDE ONLY

LAFAYETTE WALL - 0.81 m2/8.77 ft2

NATURAL STONE COPING UNIT - 
3378 mm (133”) X 1117 mm (44”)

LAFAYETTE WALL - 0.25 m2/2.71 ft2

NATURAL STONE COPING UNIT - 
1753 mm (69”) X 635 mm (25”)

FRONT SIDE

BASE UNIT

FRONT SIDE

EARTH UNIT

3353 mm
(11’- 0”)

3251 mm
(10’- 8”)

89 mm
(0’- 3.5”)

154 mm
(0’- 6”)

64 mm
(0’- 2.5”)

89 mm
(0’- 3.5”)

1759 mm
(5’- 9”)

1657 mm
(5’- 5”)

1016 mm
(3’- 4”)

575 mm
(1’- 11”)

1118 mm
(3’- 8”)

625 mm
(2’- 1”)

24
1 m

m
(0’

- 9
”)

15
2 m

m
(0’

- 6
”)

NATURAL STONE 
COPING UNIT

LAFAYETTE WALL

NATURAL STONE 
COPING UNIT

LAFAYETTE WALL

NATURAL STONE 
COPING UNIT
LAFAYETTE WALL

NATURAL STONE 
COPING UNIT
LAFAYETTE WALL

NATURAL STONE 
COPING UNIT
LAFAYETTE WALL

NATURAL STONE 
COPING UNIT
LAFAYETTE WALL



4444Monaco Kitchen

 ST-MALO BEIGE  ABERDEEN GREY  SHEFFIELD BEIGE 
 AND BLACK

 OXFORD CHARCOAL

PRODUCT SUMMARY | MONACO KITCHEN

The Monaco Kitchen delivers all the 
tools for your outdoor cooking needs. 
The Monaco Kitchen is designed to 
accomodate a 36” grill, mini-fridge 
and a 13” side burner. The 2-part 
modular design allows you to choose 
between Unit ‘A’ (the “cooking 
station”) and/or Unit ‘B’ (wet bar/
serving table).

GENERAL NOTES:
1. Built-in appliances vary in size. Refer to manufacturer’s specifi cations for installation and  
 dimensional requirements. Actual hardscaping dimensions may vary based on appliances used.
2. Contractor must check that the fi replace complies with local bylaw and code requirements. 
3. All joints to be sealed with non-combustable material. 

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT  QUANTITY

Monaco Wall         6.46 m2 / 69.5 ft2

Natural Stone Coping 1 unit
(40” / 1016 mm X 120” / 3050 mm)

SUGGESTED COLOURS

NOTE:
FOR ALTERNATIVE INSERTS REFER 
TO MANUFACTURER’S INSTALLATION 
INSTRUCTIONS

NATURAL STONE COPING UNIT

3050 mm
(10’- 0”)

10
16

 m
m

(3’
- 4

”)

UNIT – A UNIT – B

MONACO WALL

2 X 4 TIMBER SUPPORT
FRAME AS REQUIRED

2948 mm
(9’- 8”)

91
4 m

m
(3’

- 0
”)

978 mm
(3’- 3”)

63
5 m

m
(2’

- 1
”)

203 mm
(0’- 8”)

610 mm
(2’- 0”)

273 mm
(0’- 11”)

978 mm
(3’- 3”)

273 mm
(0’- 11”)

330 mm
(1’- 1”)

279 mm
(0’- 11”)

51 mm
(0’- 2”)

330 mm
(1’- 1”)

63
5 m

m
(2’

- 1
”)

OPENING TO HOUSE
BUILT-IN SIDE BURNER

OPENING TO HOUSE
BUILT-IN GRILL

NATURAL STONE COPING UNIT

38 5/8” WIDTH OPENING FOR BUILT-IN
GRILL - KITCHENAID MODEL #KBN361TSS

13 1/2” WIDTH OPENING FOR BUILT-IN
SIDE BURNER - KITCHENAID #KBZU122TSS

MONACO WALL
2 X 4 TIMBER SUPPORT
FRAME AS REQUIRED

36” OPENING FOR ACCESS PANELS
KITCHENAID MODEL #KBAU362TSS

24“ OPENING FOR BAR FRIDGE

27
9 m

m
(0’

- 1
1”

)

76
 m

m
(0’

- 3
”)

12” DIA. SONOTUBE FOUNDATION
EXTEND TO 6” BELOW FROSTLINE
AS DICTATED BY SITE CONDITIONS

4” POURED CONCRETE SLAB - 30 MPa
REINFORCED WITH FIBREGLASS

4-6 WELDED WIRE MESH AND/OR REBAR
AS DICTATED BY SITE CONDITIONS

150-300 mm 3/4” CRUSHED STONE FOUNDATION
AS DICTATED BY SITE CONDITIONS

COMPACTED SUBGRADE

10
13

 m
m

(3’
- 4

”)

NATURAL STONE COPING UNIT

MONACO WALL

TIMBER SUPPORT FRAME

10
13

 m
m

(3’
- 4

”)

1016 mm
(3’- 4”)

27
9 m

m
(0’

- 1
1”

)
73

3 m
m

(2’
- 5

”)
65

6 m
m

(2’
- 2

”)

PLAN

SIDE ELEVATION FRONT ELEVATION



45Monaco Bar

PRODUCT SUMMARY | MONACO BAR

The Monaco Bar is designed to 
house a built-in sink, and features 
a cantilevered counter top for bar 
stools. Due to its modular design, 
the Monaco Bar can be a stand-alone 
unit or can be integrated with the 
Monaco Kitchen.

GENERAL NOTES:
1. Built-in appliances vary in size. Refer to manufacturer’s specifi cations for installation and  
 dimensional requirements. Actual hardscaping dimensions may vary based on appliances used.
2. Contractor must check that the fi replace complies with local bylaw and code requirements. 
3. All joints to be sealed with non-combustable material. 

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT  QUANTITY

Monaco Wall         6.38 m2 / 68.7 ft2

Natural Stone Coping 1 unit
(46” / 1168 mm X 96” / 2438 mm)

SUGGESTED COLOURS

 ST-MALO BEIGE  ABERDEEN GREY  SHEFFIELD BEIGE 
 AND BLACK

 OXFORD CHARCOAL

NOTE:
FOR ALTERNATIVE INSERTS REFER 
TO MANUFACTURER’S INSTALLATION 
INSTRUCTIONS

NATURAL STONE COPING UNIT

2438 mm
(8’- 0”)

11
68

 m
m

(3’
- 0

”)

PLAN

SIDE ELEVATION FRONT ELEVATION

UNIT – A UNIT – B

MONACO WALL

18” OPENING FOR
BUILT-IN SINK

30
5 m

m
(1’

- 0
”)

81
3 m

m
(2’

- 8
”)

51
 m

m
(0’

- 2
”)

2337 mm
(7’- 8”)

457 mm
(1’- 6”)

50
2 m

m
(1’

- 8
”)

457 mm
(1’- 6”)

559 mm
(1’- 10”)

1422 mm
(4’- 8”)

NATURAL STONE COPING UNITNATURAL STONE COPING UNIT

76
 m

m
(0’

- 3
”)

10
13

 m
m

(3’
- 4

”)

18” OPENING FOR
BUILT-IN SINK

MONACO WALL

ADJACENT PAVING

25 mm CONCRETE SAND
LAYING BED

150-300 mm 3/4” CRUSHED 
STONE FOUNDATION

12” DIA. SONOTUBE FOUNDATION
EXTEND TO 6” BELOW FROSTLINE
AS DICTATED BY SITE CONDITIONS

4” POURED CONCRETE SLAB - 30 MPa
REINFORCED WITH FIBREGLASS

4-6 WELDED WIRE MESH AND/OR REBAR
AS DICTATED BY SITE CONDITIONS

150-300 mm 3/4” CRUSHED STONE FOUNDATION
AS DICTATED BY SITE CONDITIONS

COMPACTED SUBGRADE

MONACO WALL

CUT-OUT TO HOUSE
BUILT-IN SINK

73
3 m

m
(2’

- 5
”)

27
9 m

m
(0’

- 1
1”

)

502 mm
(1’- 8”)

667 mm
(2’- 2”)

45



4646Celtik Kitchen

NOTE:
FOR ALTERNATIVE INSERTS REFER 
TO MANUFACTURER’S INSTALLATION 
INSTRUCTIONS

SUGGESTED COLOURS

ORLEANS GREY

SHEFFIELD BEIGE
AND BLACK

ST-MALO BEIGEABERDEEN GREY

EDINBURG RED OXFORD 
CHARCOAL

CARDIGAN 
BROWN

PRODUCT SUMMARY | CELTIK KITCHEN

The Celtik Kitchen delivers all the 
tools for your outdoor cooking needs. 
The Celtik Kitchen is designed to 
accomodate a 36” grill, mini-fridge 
and a 13” side burner. The 2 part 
modular design allows you to choose 
between Unit ‘A’ (the “cooking 
station”) and/or Unit ‘B’ (wet bar/
serving table).

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT  QUANTITY

Celtik Wall         6.5 m2 / 69.9 ft2

Natural Stone Coping 1 unit
(39” / 984 mm X 128” / 3248 mm)

FRONT ELEVATIONSIDE ELEVATION

GENERAL NOTES:
1. Built-in appliances vary in size. Refer to manufacturer’s specifi cations for installation and  
 dimensional requirements. Actual hardscaping dimensions may vary based on appliances used.
2. Contractor must check that the fi replace complies with local bylaw and code requirements. 
3. All joints to be sealed with non-combustable material. 

3248 mm
(10’- 0”)

PLAN

UNIT – A UNIT – B

98
4 m

m
(3’

- 3
”)

NATURAL STONE COPING UNIT

CELTIK WALL

2 X 4 TIMBER SUPPORT
FRAME AS REQUIRED

OPENING TO HOUSE
BUILT-IN SIDE BURNER

OPENING TO HOUSE
BUILT-IN GRILL

NATURAL STONE COPING UNIT

38 5/8” WIDE OPENING FOR BUILT-IN
GRILL - KITCHENAID MODEL #KBN361TSS

13 1/2” WIDE OPENING FOR BUILT-IN
SIDE BURNER - KITCHENAID #KBZU122TSS

CELTIK WALL

2 X 4 TIMBER SUPPORT
FRAME AS REQUIRED
36” OPENING FOR ACCESS PANELS
KITCHENAID MODEL #KBAU362TSS

24“ OPENING FOR BAR FRIDGE

12” DIA. SONOTUBE FOUNDATION
EXTEND TO 6” BELOW FROSTLINE
AS DICTATED BY SITE CONDITIONS

4” POURED CONCRETE SLAB - 30 MPa
REINFORCED WITH FIBERGLASS

4-6 WELDED WIRE MESH AND/OR REBAR
AS DICTATED BY SITE CONDITIONS

150-300 mm 3/4” CRUSHED STONE FOUNDATION
AS DICTATED BY SITE CONDITIONS

COMPACTED SUBGRADE

978 mm
(3’- 3”)

88
3 m

m
(2’

- 1
1”

)

225 mm
(0’- 9”)

610 mm
(2’- 0”)

349 mm
(1’- 2”)

349 mm
(1’- 2”)

978 mm
(3’- 3”)

63
5 m

m
(2’

- 1
”)

62
3 m

m
(2’

- 1
”)

330 mm
(1’- 1”)

330 mm
(1’- 1”)

305 mm
(1’- 0”)

51 mm
(0’- 2”)

25
7 m

m
(0’

- 1
0”

)

76
 m

m
(0’

- 3
”)

99
2 m

m
(3’

- 3
”)

984 mm
(3’- 3”)

27
9 m

m
(0’

- 1
1”

)

99
2 m

m
(3’

- 3
”)

64
5 m

m
(2’

- 1
”)

71
3 m

m
(2’

- 4
”)

NATURAL STONE COPING UNIT

CELTIK WALL

TIMBER SUPPORT FRAME



4747Celtik Bar

GENERAL NOTES:
1. Built-in appliances vary in size. Refer to manufacturer’s specifi cations for installation and  
 dimensional requirements. Actual hardscaping dimensions may vary based on appliances used.
2. Contractor must check that the fi replace complies with local bylaw and code requirements. 
3. All joints to be sealed with non-combustable material. 

NOTE:
FOR ALTERNATIVE INSERTS REFER 
TO MANUFACTURER’S INSTALLATION 
INSTRUCTIONS

PRODUCT SUMMARY | CELTIK BAR

The Celtik Bar is designed to 
house a built-in sink and features a 
cantilevered counter top for bar stools. 
Due to its modular design, the Celtik 
Bar can be a stand-alone unit or can 
be integrated with the Celtik Kitchen.

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT  QUANTITY

Celtik Wall         5.5 m2 / 59.6 ft2

Natural Stone Coping 1 unit
(46” / 1168 mm X 96” / 2438 mm)

SUGGESTED COLOURS

ORLEANS GREY

SHEFFIELD BEIGE
AND BLACK

ST-MALO BEIGEABERDEEN GREY

EDINBURG RED OXFORD 
CHARCOAL

CARDIGAN 
BROWN

UNIT – A UNIT – B

FRONT ELEVATIONSIDE ELEVATION

2236 mm
(7’- 4”)

PLAN

10
16

 m
m

(3’
- 4

”)

NATURAL STONE COPING UNIT

CELTIK WALL

18” OPENING FOR
BUILT-IN SINK

NATURAL STONE COPING UNITNATURAL STONE COPING UNIT

18” OPENING FOR
BUILT-IN SINK

CELTIK WALL

ADJACENT PAVING

150-300 mm 3/4” CRUSHED 
STONE FOUNDATION

12” DIA. SONOTUBE FOUNDATION
EXTEND TO 6” BELOW FROSTLINE
AS DICTATED BY SITE CONDITIONS

4” POURED CONCRETE SLAB - 30 MPa
REINFORCED WITH FIBREGLASS

4-6 WELDED WIRE MESH AND/OR REBAR
AS DICTATED BY SITE CONDITIONS

150-300 mm 3/4” CRUSHED STONE FOUNDATION
AS DICTATED BY SITE CONDITIONS

COMPACTED SUBGRADE

CELTIK WALL

CUT-OUT TO HOUSE
BUILT-IN SINK

30
5 m

m
(1’

- 0
”)

66
0 m

m
(2’

- 2
”)

51
 m

m
(0’

- 2
”)

2135 mm
(7’- 0”)

457 mm
(1’- 6”)

457 mm
(1’- 6”)

48
6 m

m
(1’

- 7
”)

1349 mm
(4’- 5”)

430 mm
(1’- 5”)

76
 m

m
(0’

- 3
”)

99
2 m

m
(3’

- 3
”)

71
3 m

m
(2’

- 4
”)

27
9 m

m
(0’

- 1
1”

)

508 mm
(1’- 8”)

508 mm
(1’- 8”)



4848Lafayette Kitchen

PRODUCT SUMMARY | LAFAYETTE KITCHEN

The Lafayette Kitchen delivers all the 
tools for your outdoor cooking needs. 
The Lafayette Kitchen is designed to 
accomodate a 36” grill, mini-fridge 
and a 13” side burner. The curvlinear 
design is well suited for a more 
organic, free fl owing landscape.

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT  QUANTITY

Lafayette Wall         11.49 m2 / 123.6 ft2

Natural Stone Coping 
(40” / 1016 mm X 240” / 6213 mm inside radius,
278” / 7058 mm outside radius)

NOTE:
FOR ALTERNATIVE INSERTS REFER 
TO MANUFACTURER’S INSTALLATION 
INSTRUCTIONS

SIDE ELEVATION

PLAN

GENERAL NOTES:
1. Built-in appliances vary in size. Refer to manufacturer’s specifi cations for installation and  
 dimensional requirements. Actual hardscaping dimensions may vary based on appliances used.
2. Contractor must check that the fi replace complies with local bylaw and code requirements. 
3. All joints to be sealed with non-combustable material. 

SUGGESTED COLOURS

SHEFFIELD BEIGE
AND BLACK

ABERDEEN GREY

NATURAL STONE COPING UNIT
LAFAYETTE WALL

2 X 4 TIMBER SUPPORT
FRAME AS REQUIRED

13” WIDE OPENING TO HOUSE
BUILT-IN SIDE BURNER

40 3/4” WIDE OPENING TO HOUSE
BUILT-IN GRILL

40 3/4” WIDE OPENING FOR BUILT-IN
GRILL - KITCHENAID MODEL #KBN361TSS

13 WIDE OPENING FOR BUILT-IN
SIDE BURNER - KITCHENAID 
#KBZU122TSS

LAFAYETTE WALL

2 X 4 TIMBER SUPPORT
FRAME AS REQUIRED
36” OPENING FOR ACCESS PANELS
KITCHENAID MODEL #KBAU362TSS

24“ OPENING FOR BAR FRIDGE

12” DIA. SONOTUBE FOUNDATION
EXTEND TO 6” BELOW FROSTLINE
AS DICTATED BY SITE CONDITIONS
4” POURED CONCRETE SLAB - 30 MPa
REINFORCED WITH FIBREGLASS150-300 mm 3/4” CRUSHED STONE FOUNDATION

AS DICTATED BY SITE CONDITIONS

COMPACTED SUBGRADE

15
2 m

m
(0’

- 6
”)

330 mm
(1’- 1”)

NATURAL STONE COPING UNIT

573 mm
(1’- 11”)

1067 mm
(3’- 6”)

2997 mm
(9’- 10”)

661 mm
(2’- 2”)

R7058 mm

(R23’- 2”)

R6213 mm

(R20’- 2”)610 mm

(2’- 0”)

914 mm

(3’- 0”)

914 mm

(3’- 0”)

1016 mm

(3’- 4”)

22
9 m

m
(0’

- 9
”)

76
 m

m
(0’

- 3
”)

91
1 m

m
(3’

- 0
”)

98
7 m

m
(3’

- 3
”)

40 3/4” WIDE OPENING TO 
BUILT-IN GRILL

NATURAL STONE COPING UNIT

LAFAYETTE WALL

2 X 4 TIMBER SUPPORT
FRAME AS REQUIRED

13” WIDE OPENING TO HOUSE
BUILT-IN SIDE BURNER

OPENING FOR ACCESS PANELS

OPENING FOR BAR FRIDGE

FRONT ELEVATION

4-6 WELDED WIRE MESH AND/OR REBAR
AS DICTATED BY SITE CONDITIONS



4949Monaco Column Counter

PRODUCT SUMMARY | MONACO COLUMN COUNTER

Similar to the Monaco Bar, the 
Monaco Column Counter has a 
cantilevered counter top for dining 
or lounging. Without a sink, the 
Monaco Column Counter is a great 
serving table or prep-station for 
outdoor gatherings.

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT  QUANTITY

Monaco Wall         3.1 m2 / 32 ft2

Natural Stone Counter 1 unit
(96” / 2436 mm X 46” / 1168 mm)

SUGGESTED COLOURS

 ST-MALO BEIGE  ABERDEEN GREY  SHEFFIELD BEIGE 
 AND BLACK

 OXFORD CHARCOAL

SIDE ELEVATION

PLAN

NATURAL STONE COPING UNIT

11
68

 m
m

(3’
- 1

0”
)

FRONT ELEVATION

MONACO WALL

2438 mm
(8’- 0”)

2438 mm
(8’- 0”)

93
3 m

m
(3’

- 1
”)

51 mm
(0’- 2”)

508 mm
(1’- 8”)

1321 mm
(4’- 4”)

NATURAL STONE COPING UNIT

MONACO WALL

ADJACENT PAVING

25 mm CONCRETE SAND LAYING BED

150-300 mm 3/4” CRUSHED STONE FOUNDATION

COMPACTED SUBGRADE

NATURAL STONE COPING UNIT

MONACO WALL

1168 mm
(3’- 10”)

305 mm
(1’- 0”)

51 mm
(0’- 2”)

813 mm
(2’- 8”)



5050Celtik Column Counter

PRODUCT SUMMARY | CELTIK COLUMN COUNTER

Similar to the Celtik Bar, the Celtik 
Column Counter has a cantilevered 
counter top for dining or lounging. 
Without a sink, the Celtik Column 
Counter is a great serving table or 
prep-station for outdoor gatherings.

PLAN

FRONT ELEVATION

SIDE ELEVATIONMATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT  QUANTITY

Celtik Wall         2.06 m2 / 22.2 ft2

Natural Stone Counter
(88” / 2236 mm X 40” / 1016 mm)

SUGGESTED COLOURS

ORLEANS GREY

SHEFFIELD BEIGE
AND BLACK

ST-MALO BEIGEABERDEEN GREY

EDINBURG RED OXFORD 
CHARCOAL

CARDIGAN 
BROWN

NATURAL STONE COPING UNIT

2236 mm
(7’- 4”)

10
16

 m
m

(3’
- 4

”) CELTIK WALL

NATURAL STONE COPING UNIT

CELTIK WALL

2236 mm
(7’- 4”)

91
2 m

m
(3’

- 0
”)

51 mm
(0’- 2”)

560 mm
(1’- 10”)

1014 mm
(3’- 4”)

ADJACENT PAVING

25 mm CONCRETE SAND LAYING BED

150-300 mm 3/4” CRUSHED STONE FOUNDATION

COMPACTED SUBGRADE

NATURAL STONE COPING UNIT

CELTIK WALL

1016 mm
(3’- 4”)

51 mm
(0’- 2”)

661 mm
(2’- 2”)

304 mm
(1’- 0”)



5151Monaco Firepit

SUGGESTED COLOURS

ST-MALO BEIGE

PRODUCT SUMMARY | MONACO FIREPIT

The Monaco Firepit is a raised unit, complete with 
Monaco Wall, apron pavers, benches, and a steel 
insert sheild. Be sure to check with all city by-laws 
for outdoor fi re requirements.

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT  QUANTITY

Monaco Wall         7.31 m2 / 78.6 ft2

Celtik Wall  1.52 m2 / 16.3 ft2

Mega-Bergerac Plus Pavers 3.67 m2 / 39.5 ft2

Vendome Pavers 2.79 m2 / 30.1 ft2 
Celtik Straight Capping Module 7.3 lin.m / 24 lin.ft
Natural Stone Coping 3 units
(58” X 26” / 1473 mm x 662 mm each)

OXFORD 
CHARCOAL

OXFORD CHARCOAL

EDINBURG 
RED

NOTE:
CONTRACTOR TO CHECK THAT FIREPIT COMPLIES WITH ALL 
LOCAL BYLAW AND CODE REQUIREMENTS.
NOTE: 
ALL JOINTS TO BE SEALED 
WITH NON-COMBUSTIBLE MATERIAL.

PLAN

ELEVATION

CROSS SECTION: A–A1

VENDOME PAVERS

3048 mm
(10’- 0”)

14
73

 m
m

(4’
- 1

0”
)

NATURAL STONE COPING UNIT

MEGA-TRAFALGAR PAVERS

STEEL BOX SHIELD INSERT
CELTIK STRAIGHT CAPPING 
MODULE

RECESSED ACCENT BANDING
(CELTIK WALL)

MONACO WALL

VENDOME PAVERS

MONACO WALL
RECESSED ACCENT BANDING
(CELTIK WALL)

1099 mm
(3’- 7”)

662 mm
(2’- 2”)
610 mm
(2’- 0”)

559 mm
(1’- 10”)

14
22

 m
m

(4’
- 8

”)

13
72

 m
m

(4’
- 6

”)

30
48

 m
m

(10
’- 

0”
)

50
 m

m
(0’

- 2
”)

11
03

 m
m

(3’
- 7

”)

1099 mm
(3’- 7”)
999 mm
(3’- 3”)

1372 mm
(4’- 6”)

1422 mm
(4’- 8”)

1629 mm
(5’- 4”)

40
6 m

m
(1’

- 4
”)

81
3 m

m
(2’

- 8
”)

813 mm
(2’- 8”)

BENCH SEATING UNITS
NATURAL STONE COPING UNIT

MONACO WALL

RECESSED ACCENT BANDING
(CELTIK WALL)

MONACO WALL

RECESSED ACCENT BANDING
(CELTIK WALL)

BENCH SEATING UNITS
NATURAL STONE COPING UNIT

ADJACENT PAVING

25 mm CONCRETE SAND LAYING BED

150-300 mm 3/4” CRUSHED 
STONE FOUNDATION

COMPACTED SUBGRADE

CELTIK STRAIGHT CAPPING MODULE

STEEL BOX SHIELD INSERT

1627 mm
(5’- 4”)

89
 m

m
(0’

- 3
.5”

)

90
 m

m
(0’

- 4
”)

32
7 m

m
(1’

- 1
”)

1422 mm
(4’- 8”)

610 mm
(2’- 0”)
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m
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)
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m
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- 3
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)
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- 4
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m
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m
(0’

- 4
”)

32
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m
(1’

- 1
”)

10
5 m

m
(0’

- 4
”) 60
8 m

m
(2’

- 0
”)



5252Celtik Recessed Circular Firepit

SUGGESTED COLOURS

EDINBURG RED

PRODUCT SUMMARY | CELTIK RECESSED CIRCULAR FIREPIT

The Celtik Fire Pit is a recessed circular unit, 
complete with Celtik Wall, apron pavers, and steel 
insert sheild. Be sure to check with all city bylaws 
for outdoor fi re requirements.

CROSS SECTION: A-A1

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT   QUANTITY

Celtik Wall           1.54 m2 / 16.6 ft2  
Celtik Bevelled Capping Module  4.78 lin.m / 15.6 lin. ft.
Bergerac Plus Circle Pavers 7 m2 / 75 ft2

PLAN

SHEFFIELD BEIGE 
AND BLACK

NOTE:
CONTRACTOR TO CHECK THAT FIREPIT COMPLIES 
WITH LOCAL BYLAW AND CODE REQUIREMENTS.
NOTE:
ALL JOINTS TO BE SEALED 
WITH NON-COMBUSTIBLE MATERIAL.

BERGERAC PLUS CIRCLE PAVERS

CELTIK WALL

CELTIK BEVELED CAPPING MODULE

STEEL BOX SHEILD INSERT

25 mm CONCRETE SAND LAYING BED

150-300 mm 3/4” CRUSHED STONE FOUNDATION

COMPACTED SUBGRADE

CELTIK BEVELED CAPPING MODULE

CELTIK WALL

BERGERAC PLUS CIRCLE PAVERS

25 mm CONCRETE SAND LAYING BED

R166
3 m

m

(R5’- 
5”)

R762
 mm

(R2’- 
6”)

R457
 mm

(R1’- 
6”)

303 mm
(1’- 0”)

981 mm
(3’- 3”)

1524 mm
(5’- 0”)
914 mm
(3’- 0”)



5353Celtik Raised Circular Firepit

PRODUCT SUMMARY | CELTIK RAISED CIRCULAR FIREPIT

The Celtik raised fi repit has all the same 
characteristics as the recessed unit, only it is above 
quality grade. Complete with Celtik Wall, pavers, 
and a steel insert sheild. Be sure to check with city 
bylaws for outdoor fi re requirements.

ELEVATION

CROSS SECTION: A-A1

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT   QUANTITY

Celtik Wall           1.54 m2 / 16.6 ft2  
Celtik Bevelled Capping Module  4.78 lin.m / 15.6 lin.ft
Bergerac Plus Circle Pavers 7 m2 / 75 ft2  

PLAN

NOTE:
CONTRACTOR TO CHECK THAT FIREPIT 
COMPLIES WITH LOCAL BYLAW 
AND CODE REQUIREMENTS.
NOTE:
ALL JOINTS TO BE SEALED WITH 
NON-COMBUSTIBLE MATERIAL.

SUGGESTED COLOURS

ORLEANS GREY

SHEFFIELD BEIGE
AND BLACK

ST-MALO BEIGEABERDEEN GREY

EDINBURG RED OXFORD 
CHARCOAL

CARDIGAN 
BROWN

BERGERAC PLUS CIRCLE PAVERS

CELTIK WALL

CELTIK BEVELED CAPPING MODULE

STEEL BOX SHEILD INSERT

25 mm CONCRETE SAND LAYING BED

150-300 mm (0–3/4”) CRUSHED STONE FOUNDATION

COMPACTED SUBGRADE

CELTIK WALL
BERGERAC PLUS CIRCLE PAVERS

STEEL BOX SHEILD INSERT

CELTIK BEVELED CAPPING MODULE

CELTIK WALL

CELTIK BEVELED CAPPING MODULE

R166
3 m

m

(R5’- 
5”)

R7
62

 m
m

(R2
’- 6

”)

303 mm
(1’- 0”)

R457
 mm

(R1’- 
6”)

981 mm
(3’- 3”)

1524 mm
(5’- 0”)

1364 mm
(4’- 6”)

1524 mm
(5’- 0”)
914 mm
(3’- 0”)

80 mm
(0’- 3”)

37
1 m

m
(1’

- 3
”)



5454Monaco Water Feature

PRODUCT SUMMARY | MONACO WATER FEATURE

The Monaco Water Feature is a 2-tier structure, 
which recycles water from the bottom basin back 
to the top. A stainless steel trough creates the 
gateway for water overfl ow. Water pump, piping, 
membrane and insulation are the responsibility of 
the contractor.

ELEVATION

CROSS SECTION: A-A1

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT   QUANTITY

Monaco Wall             8.27 m2 / 89 ft2

Vendome Pavers      1.23 m2 / 13.2 ft2 
Celtik Straight Capping Module  11.42 lin.m / 37.3 lin.ft

PLAN

SUGGESTED COLOURS

ABERDEEN GREY

DANVILLE 
BEIGE

SHEFFIELD BEIGE
AND BLACK

RICHMOND 
GREY

CELTIK STRAIGHT CAPPING MODULE

2413 mm
(7’- 11”)
1803 mm
(5’- 11”)

STAINLESS STEEL SPILL TROUGH

MONACO WALL

VENDOME ACCENT

DUMMY SUPPORT BRICKS

CIRCULATION PUMP AND PIPING
(REFER TO MANUFACTURER’S 
SPECIFICATIONS)

CELTIK STRAIGHT CAPPING MODULE
MONACO WALL

CELTIK STRAIGHT CAPPING MODULE

STAINLESS STEEL SPILL TROUGH

MONACO WALL

VENDOME ACCENT
WATER BASIN (TOP TIER)

CIRCULATION PUMP AND PIPING
(REFER TO MANUFACTURER’S SPECIFICATIONS)

CELTIK STRAIGHT CAPPING MODULE

MONACO WALL

WATER BASIN (BOTTOM TIER)

DUMMY SUPPORT BRICKS

MONACO WALL

STAINLESS STEEL SPILL TROUGH

CELTIK STRAIGHT CAPPING MODULE

VENDOME ACCENT

WATERPROOF MEMBRANE 
WITH PROTECTION BOARD
RIGID INSULATION

4-6 WELDED WIRE MESH AND/OR REBAR
AS DICTATED BY SITE CONDITIONS
4” POURED CONCRETEE SLAB - 30 MPa
REINFORCED WITH FIBREGLASS
150-300 mm (0–3/4”) CRUSHED STONE
FOUNDATION AS DICTATED BY SITE CONDITIONS

COMPACTED SUBGRADE
WATERPROOF MEMBRANE 
WITH PROTECTION BOARD
RIGID INSULATION

WATER BASIN (TOP TIER)

WATER BASIN (BOTTOM TIER)

1727 mm
(5’- 8”)

1194 mm
(3’- 11”)

30
5 m

m
(1’

- 0
”)

50
8 m

m
(1’

- 8
”)

91
4 m

m
(3’

- 0
”)

11
21

 m
m

(3’
- 8

”)

21
15

 m
m

(6’
- 1

1”
)

39
4 m

m
(1’

- 4
”)

58
7 m

m
(1’

- 1
1”

)
64

8 m
m

(2’
- 1

”)
30

5 m
m

(1’
- 0

”)

89
 m

m
(0’

- 3
”)

91
4 m

m
(3’

- 0
”)

41
9 m

m
(1’

- 5
”)

40
6 m

m
(1’

- 4
”)

610 mm
(2’- 0”)

50
8 m

m
(1’

- 8
”)

49
5 m

m
(1’

- 7
”)



5555Monaco Water Feature With Bubbler

PRODUCT SUMMARY | MONACO WATER FEATURE WITH BUBBLER

The Monaco Bubbler is a single basin structure, 
spraying water upward at a constant rate.  Water 
pump, piping, membrane and insulation are the 
responsibility of the contractor.

ELEVATION

CROSS SECTION: A-A1
MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT   QUANTITY

Monaco Wall             4.08 m2 / 43.9 ft2 
Vendome Pavers      1.23 m2 / 13.2 ft2 
Celtik Straight Capping Module  7.22 lin.m / 23.6 lin.ft

PLAN

SUGGESTED COLOURS

SHEFFIELD BEIGE
AND BLACK

MELBOURNE 
GREY

OXFORD CHARCOAL

RICHMOND 
GREY

CELTIK STRAIGHT CAPPING MODULE

MONACO WALL

VENDOME ACCENT

DUMMY SUPPORT BRICKS

CELTIK STRAIGHT CAPPING MODULE

MONACO WALL

VENDOME ACCENT

CIRCULATION PUMP AND PIPING
(REFER TO MANUFACTURER’S SPECIFICATIONS)

MONACO WALL

DUMMY SUPPORT BRICKS

CELTIK STRAIGHT CAPPING MODULE

VENDOME ACCENT

WATERPROOF MEMBRANE 
WITH PROTECTION BOARD

RIGID INSULATION

4-6 WELDED WIRE MESH AND/OR REBAR
AS DICTATED BY SITE CONDITIONS

4” POURED CONCRETEE SLAB - 30 MPa
REINFORCED WITH FIBREGLASS
150-300 mm CRUSHED STONE FOUNDATION
AS DICTATED BY SITE CONDITIONS

COMPACTED SUBGRADE

POND BUBBLER (SEE PLAN FOR SPACING)
(REFER TO MANUFACTURER’S SPECIFICATIONS)

1727 mm
(5’- 8”)

12
00

 m
m

(3’
- 1

1”
)

2413 mm
(7’- 11”)

11
18

 m
m

(3’
- 8

”)
50

8 m
m

(1’
- 8

”)

89
 m

m
(0’

- 3
.5”

)
61

0 m
m

(2’
- 0

”)



56Monaco Rectilinear Planter

PRODUCT SUMMARY | MONACO RECTILINEAR PLANTER

The Monaco Rectilinear Planter is great as a seatwall, or divider of 
outdoor space. Filter fabric, protection board and insulation are the 
responsibility of the contractor.

ELEVATION

CROSS SECTION: A-A1

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT   QUANTITY

Monaco Wall             3.59 m2 / 38.6 ft2

Vendome Pavers      1.23 m2 / 13.2 ft2 
Celtik Straight Capping Module  7.22 lin.m / 23.6 lin.ft

PLAN

SUGGESTED COLOURS

OXFORD 
CHARCOAL

DANVILLE 
BEIGE

SHEFFIELD BEIGE
AND BLACK

RICHMOND 
GREY

COMPACTED SUBGRADE

150-300 mm 3/4” CRUSHED STONE FOUNDATION

25 mm CONCRETE SAND LAYING BED

TRIPLE MIX PLANTING SOIL

RIGID INSULATION

FILTER FABRIC WITH PROTECTION BOARD

DUMMY BRICKS ON INTERIOR

VENDOME ACCENT

MONACO WALL

CELTIK STRAIGHT CAPPING MODULE

CELTIK STRAIGHT CAPPING MODULE

VENDOME ACCENT

MONACO WALL

CELTIK STRAIGHT CAPPING MODULE

VENDOME ACCENT

MONACO WALL

DUMMY SUPPORT BRICKS

1200 mm
(3’- 11”)
590 mm
(1’- 11”)

305 mm
(1’- 0”)

69
9 m

m
(2’

- 3
”)

2337 mm
(7’- 8”)

2413 mm
(7’- 11”)

2413 mm
(7’- 11”)89

 m
m

(0’
- 3

”)
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0 m
m

(2’
- 0
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1803 mm
(5’- 11”)

1727 mm
(5’- 8”)
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57Monaco Square Planter

PRODUCT SUMMARY | MONACO SQUARE PLANTER

The Monaco Square Planter is a simplifi ed version of our Monaco 
Rectilinear Planter. Filter fabric, protection board and insulation are 
the responsibility of the contractor.

ELEVATION

CROSS SECTION: A-A1

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT  QUANTITY

Monaco Wall        3.77 m2 / 40.5 ft2

PLAN

SUGGESTED COLOURS

ABERDEEN GREY SHEFFIELD BEIGE
AND BLACK

COMPACTED SUBGRADE

150-300 mm 3/4” CRUSHED 
STONE FOUNDATION

25 mm CONCRETE SAND LAYING BED

MONACO WALL COPING

FILTER FABRIC WITH PROTECTION BOARD

RIGID INSULATION

TRIPLE MIX PLANTING SOIL

MONACO WALL

MONACO WALL COPING

MONACO WALL

MONACO WALL COPING

MONACO WALL

71
1 m

m
(2’

- 4
”)

305 mm
(1’- 0”)

610 mm
(2’- 0”)

81
3 m

m
(2’

- 8
”)

1219 mm
(4’- 0”)

1118 mm
(3’- 8”)

12
19

 m
m

(4’
- 0

”)

1219 mm
(4’- 0”)

51 mm
(0’- 2”)
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58Monaco Arbor (page 1 of 2)

PRODUCT SUMMARY | MONACO ARBOR

The Monaco Arbor is a great focal point to any walkway. Whether 
gated or open, this structure helps to defi ne your outdoor space.  
Lumber for Monaco Arbor is the responsibility of the contractor.

ELEVATION

CROSS SECTION: A-A1

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT  QUANTITY

Monaco Wall         3 m2 / 32.5 ft2

Celtik Wall Accent    0.22 m2 / 2.38 ft2

Natural Stone Coping   2 units
(24” X 24” / 610 mm x 610 mm each)

PLAN

SUGGESTED COLOURS

SHEFFIELD BEIGE
AND BLACK

OXFORD 
CHARCOAL

ABERDEEN GREY

EDINBURG 
RED

150-300 mm 3/4” CRUSHED STONE FOUNDATION
AS DICTATED BY SITE CONDITIONS

4” POURED CONCRETE SLAB - 30 MPa
REINFORCED WITH FIBREGLASS

COMPACTED SUBGRADE

89
2 m

m
(2’

- 1
1”

)

12” DIA. SONOTUBE FOUNDATION.
EXTEND TO 6” BELOW FROSTLINE
AS DICTATED BY SITE CONDITIONS

MONACO WALL

4” X 4” WOODEN POST

CELTIK WALL ACCENT

NATURAL STONE COPING

MONACO WALL

CELTIK WALL ACCENT

NATURAL STONE COPING

WOODEN ARBOR

MONACO WALL

CELTIK WALL ACCENT

NATURAL STONE COPING

20
3 m

m
(0’

- 8
”)

90
 m

m
(0’

- 4
”)

12
62

 m
m

(4’
- 2

”)

508 mm
(1’- 8”)

1219 mm
(4’- 0”)

26
37

 m
m

(8’
- 8

”)
13

75
 m

m
(4’

- 6
”)

2519 mm
(8’- 3”)

1779 mm
(5’- 10”)

61
0 m

m
(2’

- 0
”)

610 mm
(2’- 0”)

508 mm
(1’- 8”)

58



59Monaco Arbor (page 2 of 2)

PRODUCT SUMMARY | MONACO ARBOR

The Monaco Arbor is a great focal point to any walkway. Whether 
gated or open, this structure helps to defi ne your outdoor space. 
Lumber for Monaco Arbor is the responsibility of the contractor.

ELEVATION

CROSS SECTION: A-A1

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT  QUANTITY

Monaco Wall         7.2 m2 / 77.5 ft2

Celtik Wall Accent    0.32 m2 / 5.6 ft2

Natural Stone Coping   2 units
(35” X 35” / 889 mm x 889 mm each)

PLAN

COULEURS SUGGÉRÉES

SHEFFIELD BEIGE
AND BLACK

OXFORD 
CHARCOAL

ABERDEEN GREY

EDINBURG 
RED 150-300 mm 3/4” CRUSHED STONE FOUNDATION

AS DICTATED BY SITE CONDITIONS

4” POURED CONCRETE SLAB - 30 MPa
REINFORCED WITH FIBREGLASS

COMPACTED SUBGRADE

89
2 m

m
(2’

- 1
1”

)

12” DIA. SONOTUBE FOUNDATION.
EXTEND TO 6” BELOW FROSTLINE
AS DICTATED BY SITE CONDITIONS

MONACO WALL

6” X 6” WOODEN POST

CELTIK WALL ACCENT

NATURAL STONE COPING

MONACO WALL

CELTIK WALL ACCENT

NATURAL STONE COPING

WOODEN ARBOR

MONACO WALL

CELTIK WALL ACCENT

NATURAL STONE COPING

20
3 m

m
(0’
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”)

90
 m

m
(0’

- 4
”)

12
62

 m
m

(4’
- 2

”)

813 mm
(2’- 8”)

1219 mm
(4’- 0”)

26
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(8’
- 8
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75
 m

m
(4’

- 6
”)

2770 mm
(9’- 1”)

2030 mm
(6’- 8”)

88
9 m

m
(2’

- 1
1”

)

889 mm
(2’- 11”)

813 mm
(2’- 8”)

59



60Columns (page 1 of 2)

ELEVATION CROSS SECTION: A-A1PLAN

ELEVATION CROSS SECTION: B-B1PLAN

ELEVATION CROSS SECTION: C-C1PLAN

MATERIALS LIST
813 mm
(2’- 8”)
737 mm
(2’- 5”)

88
9 m

m
(2’

- 1
1”

)

889 mm
(2’- 11”)

813 mm
(2’- 8”)

737 mm
(2’- 5”)

889 mm
(2’- 11”)

12
83

 m
m

(4’
- 2

”)

813 mm
(2’- 8”)

737 mm
(2’- 5”)

889 mm
(2’- 11”)

72
4 m

m
(2’

- 4
”)

20
3 m

m
(0’

- 8
”)

27
9 m

m
(0’

- 1
1”

)
76

 m
m

(0’
- 3

”)

102 mm
(0’- 4”)

508 mm
(1’- 8”)

610 mm
(2’- 0”)

12
37

 m
m

(4’
- 1

”)

610 mm
(2’- 0”)

12
37

 m
m

(4’
- 1

”)

610 mm
(2’- 0”)

61
0 m

m
(2’

- 0
”)

508 mm
(1’- 8”)

711 mm
(2’- 4”)
610 mm
(2’- 0”)

71
1 m

m
(2’

- 4
”)

711 mm
(2’- 4”)

12
76

 m
m

(4’
- 2

”)

610 mm
(2’- 0”)

711 mm
(2’- 4”)

12
76

 m
m

(4’
- 2

”)

203 mm
(0’- 8”)

NATURAL STONE COPING

MONACO WALL

COMPACTED SUBGRADE

150-300 mm 3/4” CRUSHED 
STONE FOUNDATION

25 mm CONCRETE 
SAND LAYING BED

NATURAL STONE COPING

LAFAYETTE WALL 
CORNER UNITS

NATURAL STONE COPING

LAFAYETTE WALL

NATURAL STONE COPING

MONACO WALL

NATURAL STONE COPING

CELTIK WALL ACCENT

MONACO WALL CELTIK WALL ACCENT CELTIK WALL ACCENT

NATURAL STONE COPING

MONACO WALL

COMPACTED SUBGRADE

150-300 mm 3/4” CRUSHED 
STONE FOUNDATION

25 mm CONCRETE 
SAND LAYING BED

NATURAL STONE COPING

MONACO WALL

CELTIK WALL ACCENT CELTIK WALL ACCENT

NATURAL STONE COPING
MONACO WALL

CELTIK WALL ACCENT

MONACO WALL - 3.02 m2/ 32.6 ft2

CELTIK WALL ACCENT - 4.3 m2/46.4 ft2

NATURAL STONE CAP - 889 mm (35”) X 889 mm (35”)

NOTE:
QUANTITIES ARE PER COLUMN

MONACO WALL - 4.08 m2/44 ft2

CELTIK WALL ACCENT - 0.67 m2/ 7.21 ft2

NATURAL STONE CAP - 610 mm (24”) X 610 mm (24”)

NOTE:
QUANTITIES ARE PER COLUMN

LAFAYETTE WALL - 2.9 m2/ 31.3 ft2

NATURAL STONE CAP - 711 mm (28”) X 711 mm (28”)

NOTE:
QUANTITIES ARE PER COLUMN

LAFAYETTE WALL 
CORNER UNITS

COMPACTED SUBGRADE

150-300 mm 3/4” CRUSHED 
STONE FOUNDATION

25 mm CONCRETE 
SAND LAYING BED

NATURAL STONE COPING

610 mm
(2’- 0”)

60



61

MATERIALS LIST

Columns (page 2 of 2)

ELEVATION CROSS SECTION: A-A1PLAN

ELEVATION CROSS SECTION: B-B1PLAN

ELEVATION CROSS SECTION: C-C1PLAN

813 mm
(2’- 8”)
737 mm
(2’- 5”)

88
9 m

m
(2’

- 1
1”

)

889 mm
(2’- 11”)

813 mm
(2’- 8”)

737 mm
(2’- 5”)

889 mm
(2’- 11”)

12
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(2’- 8”)
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(2’- 11”)
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m
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)
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”)
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(2’- 8”)
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(2’- 5”)

889 mm
(2’- 11”)

12
37
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(4’
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891 mm
(2’- 11”)

12
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(4’
- 1
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813 mm
(2’- 8”)
737 mm
(2’- 5”)

88
9 m

m
(2’

- 1
1”

)

889 mm
(2’- 11”)

889 mm
(2’- 11”)
813 mm
(2’- 8”)

88
9 m

m
(2’

- 1
1”

)

889 mm
(2’- 11”)

12
76
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m

(4’
- 2

”)

813 mm
(2’- 8”)

889 mm
(2’- 11”)

12
76

 m
m

(4’
- 2

”)

813 mm
(2’- 8”)

NATURAL STONE COPING

MONACO WALL

COMPACTED SUBGRADE

150-300 mm 3/4” CRUSHED 
STONE FOUNDATION

25 mm CONCRETE 
SAND LAYING BED

NATURAL STONE COPING

LAFAYETTE WALL

NATURAL STONE COPING

LAFAYETTE WALL

NATURAL STONE COPING

MONACO WALL

NATURAL STONE COPING

CELTIK WALL ACCENT

MONACO WALL CELTIK WALL ACCENT CELTIK WALL ACCENT

NATURAL STONE COPING

MONACO WALL

COMPACTED SUBGRADE

150-300 mm 3/4” CRUSHED 
STONE FOUNDATION

25 mm CONCRETE 
SAND LAYING BED

NATURAL STONE COPING

MONACO WALL

CELTIK WALL ACCENT CELTIK WALL ACCENT

NATURAL STONE COPING
MONACO WALL

CELTIK WALL ACCENT

MONACO WALL - 3.02 m2/ 32.6 ft2

CELTIK WALL ACCENT - 4.3 m2/46.4 ft2

NATURAL STONE CAP - 889 mm (35”) X 889 mm (35”)

NOTE:
QUANTITIES ARE PER COLUMN

MONACO WALL - 6.54 m2/ 70.4 ft2

CELTIK WALL ACCENT - 1.06 m2/11.54 ft2

NATURAL STONE CAP - 889 mm (35”) X 889 mm (35”)

NOTE:
QUANTITIES ARE PER COLUMN

LAFAYETTE WALL - 3.88 m2/41.7 ft2

NATURAL STONE CAP - 889 mm (35”) X 889 mm (35”)

NOTE:
QUANTITIES ARE PER COLUMN

LAFAYETTE WALL

COMPACTED SUBGRADE

150-300 mm 3/4” CRUSHED 
STONE FOUNDATION

25 mm CONCRETE 
SAND LAYING BED

NATURAL STONE COPING
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62Monaco Light Column

ELEVATION

CROSS SECTION: A-A1

PLAN

SUGGESTED COLOURS

SHEFFIELD BEIGE
AND BLACK

OXFORD 
CHARCOAL

ABERDEEN GREYST-MALO BEIGE

PRODUCT SUMMARY | MONACO LIGHT COLUMN

The Monaco Light Column is a great way to defi ne 
boundaries. An internally mounted light source 
refl ects light from the column cap. Lighting materials 
are the responsibility of the contractor.

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT  QUANTITY

Monaco Wall  1.39 m2 / 14.9 ft2 
Capita Coping   1 unit
(24” X 24” / 610 mm x 610 mm) CAPITA COPING 24” X 24”

MONACO WALL

3/4” DIA. STAINLESS STEEL SUPPORT
PEG TO ELEVATE COPING

1” DIA. ELECTRICAL CONDUCT

UP-LIGHTING UNIT HOUSED
INSIDE COLUMN

102 mm
(0’- 4”)

COMPACTED SUBGRADE

150-300 mm 3/4” CRUSHED 
STONE FOUNDATION

25 mm CONCRETE SAND LAYING BED

CAPITA COPING 24” X 24”

PEG TO ELEVATE COPING

MONACO WALL

3/4” DIA. STAINLESS STEEL SUPPORT

508 mm
(1’- 8”)

68
6 m

m
(2’

- 3
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2 m

m
(0’
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m
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63Celtik Light Column

ELEVATION

CROSS SECTION: B-B1

PLAN

SUGGESTED COLOURS

PRODUCT SUMMARY | CELTIK LIGHT COLUMN

The Celtik Light Column is a great way to defi ne 
boundaries. An internally mounted light source 
refl ects light from the column cap. Lighting materials 
are the responsibility of the contractor.

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT  QUANTITY

Celtik Wall  2.44 m2 / 26.3 ft2

Capita Coping   1 unit
(33” X 33” / 838 mm x 838 mm)

ORLEANS GREY

SHEFFIELD BEIGE
AND BLACK

ST-MALO BEIGEABERDEEN GREY

EDINBURG RED OXFORD 
CHARCOAL

CAPITA COPING 33” X 33”
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CELTIK WALL

150-300 mm 3/4” CRUSHED 
STONE FOUNDATION

3/4” DIA. STAINLESS STEEL SUPPORT
PEG TO ELEVATE COPING

CAPITA COPING 33” X 33”

CELTIK WALL

3/4” DIA. STAINLESS STEEL SUPPORT
PEG TO ELEVATE COPING

1” DIA. ELECTRICAL CONDUCT

UP-LIGHTING UNIT HOUSED
INSIDE COLUMN
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64Lafi tt Entry Feature

ELEVATION

CROSS SECTION: A-A1

PLAN

SUGGESTED COLOURS

PRODUCT SUMMARY | LAFITT ENTRY FEATURE

The Lafi tt Entry Feature is a true masonry wall, built 
on a concrete slab. The Entry Feature is a great way 
to display site signage.

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT QUANTITY

Lafi tt Stone 5.32 m2 / 57.2 ft2 
Standard Concrete Block 20 units
 (6” / 15 cm ht.)
Capita Coping Module 2 units
 (33” x 33” / 838 mm x 838 mm)
Natural Stone Coping 1 unit
 (54” x 12” / 1372 mm x 305 mm)

CHAMBORD GREY MARGAUX BEIGE AMBOISE BEIGE

CAPITA COPING MODULE 
33” X 33”

PRECAST CONCRETE BLOCK

LAFITT STONE

10 mm MORTAR JOINT

150-300 mm 3/4” CRUSHED STONE FOUNDATION
AS DICTATED BY SITE CONDITIONS

4” POURED CONCRETE SLAB - 30 MPa
REINFORCED WITH FIBREGLASS
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33” X 33”
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65Monaco Entry Feature

ELEVATION

CROSS SECTION: A-A1

PLAN

SUGGESTED COLOURS

ST-MALO BEIGE

PRODUCT SUMMARY | MONACO ENTRY FEATURE

The Monaco Entry Feature is a great way to display 
site signage. Our Monaco Light Column can be used 
in place of the non-lit column if accent lighting is 
desired. Lighting materials are the responsibility of 
the contractor.

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT QUANTITY

Monaco Wall         4.17 m2 / 44.8 ft2        
Celtik Wall  0.31 m2 / 3.33 ft2                
Capita Coping Module    2 units
(24” x 24” / 609 mm x 609 mm)
Natural Stone Coping 1 unit
(48” x 12” / 1219 mm x 305 mm)

ABERDEEN GREY SHEFFIELD BEIGE
AND BLACK

OXFORD CHARCOAL

MONACO WALL
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66Lafayette Entry Feature

PRODUCT SUMMARY | LAFAYETTE ENTRY FEATURE

The Lafayette Entry Feature is a great way to display 
site signage. Electrical supplies used in our Light 
Columns can also be applied to this unit if accent 
lighting is desired. Lighting materials are the 
responsibility of the contractor.

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT QUANTITY

Lafayette Wall       5.32 m2 / 57.2 ft2 
Capita Coping Module 2 units
(33” x 33” / 838 mm x 838 mm)
Natural Stone Coping 1 unit
(54” x 20” / 1372 mm x 506 mm)

ELEVATION

CROSS SECTION: A-A1

PLAN

CAPITA COPING MODULE 
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LAFAYETTE WALL

25 mm CONCRETE SAND LAYING BED

150-300 mm 3/4” CRUSHED STONE FOUNDATION 
AS DICTATED BY SITE CONDITIONS
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67Monaco Bench with Celtik Band

SUGGESTED COLOURS

ST-MALO BEIGE

CARDIGAN
BROWN

OXFORD CHARCOAL

ABERDEEN 
GREEN

PRODUCT SUMMARY | MONACO BENCH WITH CELTIK BAND

The Monaco Bench with Arbor is a great privacy piece for 
relaxing in the garden. Lumber materials are the responsibility 
of the contractor.

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT  QUANTITY

Monaco Wall         2.16 m2 / 23.3 ft2  
Celtik Wall  0.45 m2 / 4.88 ft2   
Natural Stone Coping 1 unit
(72” x 34” / 1829 mm x 864 mm)

ELEVATION

CROSS SECTION: A-A1

PLAN
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WOODEN LATTICE

NATURAL STONE COPING UNIT

SEATING CUSHIONS

WOODEN ARBOR

RECESSED ACCENT BANDING
(CELTIK WALL)

COMPACTED SUBGRADE

MONACO WALL

150-300 mm 3/4” CRUSHED
STONE FOUNDATION

ADJACENT PAVING ON CONCRETE
SAND LEVELLING BED

WOODEN LATTICE

WOODEN ARBOR

NATURAL STONE COPING UNIT

SEATING CUSHIONS

RECESSED ACCENT BANDING
(CELTIK WALL)
MONACO WALL

WOODEN ARBOR

NATURAL STONE COPING UNIT

RECESSED ACCENT BANDING
(CELTIK WALL)

MONACO WALL
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68Celtik Curved Bench

SUGGESTED COLOURS

PRODUCT SUMMARY | CELTIK CURVED BENCH

The Celtik Curved Bench is a large 
seatwall which can be used for large 
or small gatherings. It’s curvilinear 
shape can to defi ne space or act as 
a retainment where grades change.

MATERIAL LIST | SCHEDULE OF QUANTITIES

PRODUCT  QUANTITY

Celtik Wall         3 m2 / 32.4 ft2

Celtik Wall Accent    0.56 m2 / 6.07 ft2  
Natural Stone Coping
(24” / 610 mm X 69” / 1758 mm inside radius,
93” / 2373 mm outside radius)

ABERDEEN GREY SHEFFIELD BEIGE
AND BLACK

ELEVATION

CROSS SECTION: A-A1

PLAN
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Permacon Bolton
3 Betomat Court
Bolton (Ontario)  
L7E 2V9
Tel.: 905 857-6773
1 800 668-4805

Permacon London
1201 Brydges Street
London (Ontario)  
N5V 2B5
Tel.: 519 453-9501
1 888 264-4429

Permacon Milton
8375 5th Side Road
Milton (Ontario)  
L9T 2X7
Tel.: 905 875-4215
1 800 265-0692

Permacon Montreal
8140 Bombardier Street
Anjou (Quebec) 
H1J 1A4
Tel.: 514 351-2120

Permacon Ottawa South
6860 Bank Street
Metcalfe (Ontario)  
K0A 2P0
Tel.: 613 821-0898
1 800 361-2707

Permacon Ottawa West
6775 Hazeldean Road
Stittsville (Ontario)  
K2S 1B9
Tel.:  613 821-0898
1 800 361-2707

Permacon Quebec
8845 Pierre-Bertrand Blvd.
Quebec (Quebec)  
G2K 1W2
Tel.: 418 622-3333

Permacon Sherbrooke
1080 Panneton Street
Sherbrooke (Quebec)  
J1K 2B4
Tel.: 819 564-1414

Permacon Trois-Rivières
1100 de la Commune Blvd.
Trois-Rivières (Quebec)  
G9A 2W6
Tel.: 819 378-2721

SECTION ONE – PLANS
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SECTION TWO – IDEAS
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SECTION THREE – DETAILS
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